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WORLDLEADERINTRIPLEX 
RECIPROCATING HIGH-

PRESSUREPUMPS
ProductPerformanceRange
A widerange ofpump optionsareavailable, includinga 

variety of products that meet various industry certifications 

and directives.

ÅFlow: 0.13 to 240 gpm (0.49 to 908 lpm)

ÅPressure: 100 to 10,000 psi (6.9 to 689 bar)

ÅRPM:100 to 3450

ÅLiquid Temperature: -10Áto 240ÁF(-23Áto 115ÁC)

ÅManifold Materials: Brass,Nickel Aluminum Bronze,304 

and

316 StainlessSteel, Duplex StainlessSteel

ÅDrives: Electric, Engine, Hydraulic, Pneumatic

CatPumps designs and builds products to the highest 

quality level for one major reason: our customers 

depend on our productsto keeptheir equipment 

running. Everydesign detail is optimized for long 

product life and reliable performance.

CatPumpsembraces a zero defectmanufacturing 

philosophy. Stringent processcontrols resultin highly 

repeatableprocesses, yielding the highest level of 

product reliability. CatPumps commitmentto quality is 

legendarywithin theindustry,earning the trust from 

customers worldwide. When it needs to run, makeit 

CatPumps.
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PRODUCT ORDERING

UsingThisCatalog
Thepumpsections of thiscatalog areorganized by drivetype/flowrate/manifoldmaterials(brass,316 stainlesssteel, 

duplexstainless steeland nickelaluminumbronze).Themodelnumbers listedrepresentstandard pumps equipped 

with Buna-NsealsandO-rings, exceptforspecialtypumps, such asCO2,TEGandportableextractors,whicharefitted 

withuniquesealsforthe application.

Standard Buna-Npump sealsand/or O-ringscan be changed by adding asuffix to thestandard modelnumber

thatrepresentsthe desirednew sealmaterial.
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Example
Pumpmodel3535canbechangedfromBuna -Nto FPM.Toconvertpumpmodel3535fromBuna -NsealsandO -ringsto FPM 
(Viton®),addthesuffix(.0110)tothestandardpumpmodelnumber(3535.0110).Usethisnewnumberwhenorderingthepump.

CatPumpsconfigures a number of pumpsforspecialapplications and certifications suchasATEX,CO2,TEG,Flushed,High-Temp 

andothers.PleasecontactCat Pumpsdirectly at(763)780-5440formoreinformation.

Optional Sealand O-RingConfigurations
MATERIALCODE DESCRIPTION MAX.TEMPERATURE* PUMPMODELSUFFIX

NBR MediumNitrile(Buna-N)sealsandO-Rings 160ÁF(71ÁC) ð

FPM Fluorocarbon(Viton®)sealsandO-Rings,chemicalresistance 180ÁF(82ÁC) .0110

EPDM EthylenePropyleneDieneMonomersealsandO-Rings 160ÁF(71ÁC) .0220

HT High-temperaturehighpressureseals 180ÁF(88ÁC) .3000

STHT High-temperaturehighpressureseals,specialTeflon®low-pressureseals,NBRO-Rings 190ÁF(88ÁC) .3400

High-temperaturehighpressureseals,specialTeflon®low-pressureseals,FPMO-Rings 190ÁF(88ÁC) .3410

PTFE PurePolytetrafluoroethylene(Teflon®)SealsandBuna-NO-Rings 190ÁF(88ÁC) .0700

PurePolytetrafluoroethylene(Teflon®)SealsandFPMO-Rings 200ÁF(93ÁC) .0710

IPFE I-Perfluoroelastomer(Teflon®)SealsandIsolastO-Rings 200ÁF(93ÁC) .0770

ST4 SpecialblendPTFEhighandlowpressureseals,Buna-NO-Rings 190ÁF(88ÁC) .4400

SpecialblendPTFEhighandlowpressureseals,FPMO-Rings 200ÁF(93ÁC) .4410

NBRS Buna-NsiliconefreesealsandO-Rings 160ÁF(71ÁC) .6000

FPM=Fluorocarbon,EPDM= Ethylene PropyleneDieneMonomer, HT= High Temp(EPDMAlternative), STHT= SpecialPTFEHighTemperature

PTFE=PurePolytetrafluoroethylene,IPFE= I-Perfluoroelastomer,ST4 = SpecialPTFE4,NBR= Medium Nitrile(Buna-N), NBRS= Buna-N silicon free sealsand O-Rings

* Seeindividualdatasheet for eachpump to verifyactual maximum temperatureallowed.

Viton®and Teflon® are registered trademarksof DuPontDow Elastomers.
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PlungerPumps (0.13ð240 gpm, 100ð10,000 psi)

Plunger pumps utilize spring-loaded closed 

and hydraulically opened inlet and discharge 

valves to direct flow through the pump 

manifold. At the beginning of the stroke, the

plunger displaces the liquid in the manifold 

chamber, forcing the discharge valve open. 

When the plunger reaches theend of the 

stroke,the discharge valvecloses. As the 

plunger rod begins its backward stroke, the 

inlet valve opens to allow more liquid into 

themanifoldchamber, thereby keeping 

asmooth forward flow of liquid.

Features

PUMP SELECTION

XPSeriesPumps (0.5ð2 gpm, 100ð1,000psi)

In XPseriespumps, fluid enters the inlet port and flows 

through the drive -end, lubricating the connecting rods and 

plunger rods asit passes tothe inlet valves. Both inlet and 

discharge valvesarespring -loaded closed and

hydraulically opened, similar to plunger pumps, however, 

they utilizeaflow - through ceramicplungerdesign.

The continuous forward flow characteristics in 

conjunctionwiththepackingdesign of plunger pumps 

result in improved suction capabilities

aswell asextended seallife.

1 Specially formulated, CatPumpsexclusive high pressure 

and low pressuresealsoffer unmatched performance and 

seallife.

2 100%wet cup/seal designaddsto servicelife by allowing 

pumped fluids to cool and lubricate the elastomerson 

bothsides.

3 Stainlesssteel valves,seats,andspringsprovide corrosion-

resistance,positiveseating and long life.

4 Chrome-moly crankshaftprovides unmatched strength and

surfacehardnessforlong life .

5 Thepatented steppedpistonrod with hard chrome-plated

sleeve provides a durable wear surface and easy wet end

servicing.

6 Precision-polished,solid ceramic plungers provide maximum 

resistancetocorrosionand abrasion,extending seallife.

34 9 8 10 7

1110 8 7 31 6

6 1
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PistonPumps (3.0ð60gpm, 100ð1,500psi)

Thedesignofthe piston pump isforthe fluid 

to move continually in one, smooth forward 

direction. Thisdesign allows greater suction 

capabilitiesand reduces the riskof cavitation 

providedthe pump isproperly primed. At the

beginning ofthe stroke, themechanically actuated 

inlet valve(andpiston) willclose.As thepiston rod 

movesforward, the liquid is forced out through 

the discharge valves.Simultaneously, the liquid 

enters the pump inlet and flows in behind the 

inlet valve. Asthe piston rod begins the backward 

stroke, the inlet valve mechanically opens, 

permitting the liquid to continue itsflow forward 

through the piston into the dischargechamber.

SFSeriesPumps (0.5ð5.0gpm, 100ð3,500psi)

InSFseriespumps,both the inlet anddischarge 

valvesarespring-loadedclosed and hydraulically 

opened, similarto plunger pumps, however, they 

haveaflow-through ceramic plunger design.

The continuous forward flow characteristic of 

pistonpumps isutilized in conjunction with the 

packing design of the plunger pumps. These 

features give SFpumps both strong suction 

capabilitiesand higher pressureperformances.

10 High Strength, light weight die castaluminum crankcase

with splashoil design allows operation at speedsas low

as100RPM.

11 Patentedgreaselessdesign useswater from inlet as

lubrication, eliminating the maintenance and mess

ofgreaseoroil .

7 Thehigh strength stainlesssteel plunger rodshavea 360Á

supported crossheadproviding uncompromising plunger

rodalignment .

8 Matchedoversizedconnecting rodsaremadeof high 

strength materialwithexceptionalbearing quality.

9 Oversizedballbearings or tapered rollerbearings provide 

extended bearinglife.

33

10

7 8 4 96 1

3 2 5 1 7 4

10

8
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PLUNGERPUMPS

DIRECTDRIVE,HOLLOWSHAFT,BRASSMANIFOLD
Electric Motor, 5/8"and ¾",56CFace

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

4DX03ELR 0.3 1.1 2000 138 1725 5/8"

4DX10ER 1.0 3.8 2000 138 3450 5/8"

4DX15ER 1.5 5.7 2000 138 3450 5/8"

4DX20ER 2.0 7.6 2000 138 3450 5/8"

4SP21ELR 2.1 7.9 2000 138 1750 5/8"

4DX27ER 2.7 10.3 2000 138 3450 5/8"

4SP29ELR 2.85 10.8 1200 83 1725 5/8"

4DX30ER 3.0 11.4 2000 138 3450 5/8"

2SF30GES 3.0 11.4 2000 138 3450 ¾"

2SF35ES 3.5 13.3 1500 103 3450 5/8"

2SF35GES 3.5 13.3 2000 138 3450 ¾"

2SFP500EL 5.0 19.0 500 34.5 1750 5/8"
Note: Pumpsratedat 3450rpmcan operate at 1725rpm,reducing flow by 50%.

DIRECTDRIVE,HOLLOWSHAFT,BRASSMANIFOLD
Engine,¾"

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT HP

GPM LPM PSI BAR Typical GasEngine*

4DNX25GSI 2.5 9.5 3000 207 3450 ¾" 6.5

4DNX27GSI 2.7 10.3 3000 207 3450 ¾" 8

4DX29GUIF 2.9 11.0 2600 179 3450 ¾" 6.5

2SF35GS 3.5 13.3 2000 138 3450 ¾" 8

*Consult engine manufacturer foractualtorque available at required speed.

DIRECTDRIVE,HOLLOWSHAFT,BRASSMANIFOLD
Electric Motor, 11/8",184TCFace

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

5SP30ELR 3.0 11.4 3000 207 1750 11/8"

5SP35ELR 3.5 13.3 2500 172 1750 11/8"

5SP40ELR 4.0 15.2 2000 138 1750 11/8"

DIRECTDRIVE,HOLLOWSHAFT,BRASSMANIFOLD

Engine,1"

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT HP

GPM LPM PSI BAR Typical GasEngine*

66DX30G1I 3.0 11.4 4000 276 3450 1" 13

4SPX32G1I 3.2 12.2 3000 207 3450 1" 9

66DX35G1I 3.5 13.3 4000 276 3450 1" 13

66DX40G1I 4.0 15.2 4000 276 3450 1" 16

66DX50G1I 5.0 19.0 3500 241 3400 1" 13

*Consultengine manufacturer foractualtorque available at required speed.

Model4DX10ER

Model2SF22ES

Model5SP35ELR

Model66DX40G1I

Electric BrakeHp= gpm xpsi
1460

Electric BrakeHp= gpm xpsi
1460

5/8

mailto:comercial@highpresspumps.com.co


comercial@highpresspumps.com.co

Cel. 3022971431 - 3204758874

7

PLUNGERPUMPS

DIRECTDRIVE,HOLLOWSHAFT,316 STAINLESSSTEELMANIFOLD
Electric Motor, 5/8",56CFace

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

2SF05SEEL 0.5 1.9 1200 83 1725 5/8"

2SF10SEEL 1.0 3.8 1200 83 1725 5/8"

2SF15SEEL 1.5 5.7 1200 83 1725 5/8"

2SF22SEEL 2.2 8.4 1200 83 1725 5/8"

2SFQ25SEEL 2.5 9.5 1200 83 1725 5/8"

2SFQ29SEEL 2.85 10.8 1200 83 1725 5/8"

2SFQ35SEEL 3.5 13.3 1200 83 1725 5/8"

2SFQ42SEEL 4.2 15.9 1000 69 1725 5/8"

DIRECTDRIVE,HOLLOW SHAFTGEARBOX,BRASSMANIFOLD
Engine,¾" and 1"

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT HP

GPM LPM PSI BAR ENGINE Typical GasEngine*

740G1 2.8 10.6 5000 345 3465 1" 13

3CP1120G 3.5 13.3 2200 152 3600 ¾" 8

760G1 3.5 13.3 5000 345 3465 1" 16

5CP3160CSSG1 4.0 15.2 3500 241 3320 1" 13

5CP3120CSSG1 4.5 17.0 3500 241 3353 1" 16

60G1 4.5 17.0 4000 276 3450 1" 18

700G1 4.5 17.0 5000 345 3465 1" 20

5CP3150CSSG1 5.0 19.0 3000 207 3450 1" 13

5CP5135CSSG1 5.8 21.9 3500 241 3450 1" 13

5CP5140CSSG1 6.2 23.4 3000 207 3450 1" 18

5CP6120CSSG1 7.2 27.2 1500 103 3450 1" 8

5CP6180CSSG1 8.0 30.4 1500 103 3450 1" 11

56G1 8.0 30.4 2500 172 3600 1" 16

56HSG1 8.0 30.4 3000 207 3600 1" 22

5CP6190G1 9.7 36.7 1200 83 3450 1" 11

7CP6110CSG1 10.0 38.0 2000 138 3400 1" 18

7CP6160CSG1 10.0 38.0 2500 172 3400 1" 22

7CP6170G1 12.0 45.4 1800 124 3264 1" 16

Note: All 1" Gearboxesarealso available in 1 1/8"size(G118)

*Consult engine manufacturer foractualtorque available at required speed.

Model2SF22SEEL

Model56G1

Model5CP3120CSSG1

Electric BrakeHp = gpm xpsi
1460

DIRECTDRIVE,HOLLOWSHAFTGEARBOX,316 STAINLESSSTEELMANIFOLD
Engine,¾"and1"

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT HP

GPM LPM PSI BAR ENGINE Typical GasEngine*

3CP1241G 3.0 11.4 2000 138 3600 ¾" 5

3CP1211G 3.8 14.4 1500 103 3400 ¾" 5

5CPQ6241CSG1 4.0 15.2 2000 138 3600 1" 8

781G1 4.5 17.0 5000 345 3465 1" 20

5CPQ6251G1 5.0 19.0 2000 138 3600 1" 9

5CPQ6221G1 7.4 28.0 1200 83 3600 1" 8

7CP6111CSG1 10.0 38.0 2000 138 3400 1" 18
Note: All 1" Gearboxesarealso available in 1 1/8"size.(G118). *Consult engine manufacturer foractualtorque available at required speed.

Model7CP6111CSG1

mailto:comercial@highpresspumps.com.co
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PLUNGERPUMPS
DIRECTDRIVE,SOLIDSHAFT,BRASSMANIFOLD
Electric Motor - Bell Housing

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

5CP4110CSS 2.2 8.4 4000 276 1750 20mm

3CP1130 2.4 9.1 2200 138 1725 16.5mm
5CP3105CSS 2.5 9.5 3500 241 1750 20mm
5CP4112CSS 2.7 10.3 4000 276 1750 20mm

740 2.9 11.0 5000 345 1750 24mm
5CP4114CSS 3.2 12.1 4000 276 1750 20mm

3CP1140 3.6 13.7 2200 152 1725 16.5mm
5CP3110CSS 3.6 13.7 3500 241 1750 20mm

760 3.6 13.6 5000 345 1750 24MM
5CP4116CSS 3.8 14.4 4000 276 1750 20mm
5CP2140WCS 4.0 15.2 2500 172 1725 20mm

3CP1120 4.2 16.0 2200 152 1725 16.5mm
5CP4118CSS 4.2 16.0 4000 276 1750 20mm
5CP3160CSS 4.3 16.3 3500 241 1750 20mm
5CP4120CSS 4.5 17.0 4000 276 1750 20mm

60 4.7 17.9 4000 276 1750 24mm
700 4.7 17.9 5000 345 1750 24mm

5CP3120CSS 4.8 18.2 3000 207 1750 20mm
5CP2150W 5.0 19.0 2000 138 1725 20mm

5CP3150CSS 5.2 19.8 3000 207 1750 20mm
5CP5120 6.0 22.8 2500 172 1750 20mm

5CP5135CSS 6.0 22.8 3500 241 1750 20mm
5CP5140CSS 6.4 24.3 3000 207 1750 20mm

5CP6120 7.4 28.1 1200 83 1725 20mm
56 8.0 30.4 2500 172 1760 24mm

56HS 8.0 30.4 3000 207 1760 24mm
5CP6180CSS 8.2 31.0 1500 103 1750 20MM

5CP6190 10.0 38.0 1200 83 1750 20mm
7CP6110CS 10.5 39.9 2000 138 1750 24mm
7CP6160CS 10.6 40.1 2500 172 1750 24mm

DIRECTDRIVE,SOLIDSHAFT,316 STAINLESSSTEELMANIFOLD
Electric Motor - BellHousing

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

3CP1231 2.3 8.7 2000 138 1725 16.5mm

784 2.9 11.0 5000 345 1750 24mm
3CP1241 3.6 13.7 2000 138 1725 16.5mm

786 3.6 13.7 5000 345 1750 24mm
5CPQ6241CS 4.0 15.2 2000 138 1725 20mm

3CP1221 4.2 16.0 2000 138 1725 16.5mm
781 4.7 17.8 5000 345 1750 24mm

3CP1211CS 5.0 19.0 1700 117 1750 16.5mm
5CPQ6251 5.0 19.0 2000 138 1725 20mm

5CPQ6261CSS 5.5 20.9 2000 138 1725 20mm
5CPQ6271CSS 6.6 25.1 1800 124 1725 20mm

5CPQ6221 7.4 28.0 1200 83 1725 20mm
7CP6111CS 10.5 39.9 2000 138 1750 24mm

DIRECTDRIVE,SOLIDSHAFT,NICKELALUMINUMBRONZEMANIFOLD
Electric Motor - BellHousing

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

237 2.3 8.7 1500 103 1725 16.5mm

247 3.6 13.7 1200 83 1725 16.5mm
277 4.2 16.0 1000 69 1725 16.5mm
347 4.0 15.2 1800 124 1725 20mm
357 5.0 19.0 1500 103 1725 20mm

Model3CP1231

Model3CP1120

Model5CP3160CSS

Model277

Electric BrakeHp= gpm xpsi
1460

Electric BrakeHp= gpm xpsi
1460

comercial@highpresspumps.com.co

Cel. 3022971431 - 3204758874

mailto:comercial@highpresspumps.com.co


comercial@highpresspumps.com.co

Cel. 3022971431 - 3204758874
10

PLUNGERPUMPS
SOLIDSHAFT,BRASSMANIFOLD

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

5CP4110CSS 2.2 8.4 4000 276 1750 20mm

3CP1130 2.4 9.1 2200 138 1725 16.5mm

5CP3105CSS 2.5 9.5 3500 241 1750 20mm

5CP4112CSS 2.7 10.3 4000 276 1750 20mm

740 2.9 11.0 5000 345 1750 24mm

1810** 3.0 11.4 10000 689 1500 30mm

5CP4114CSS 3.2 12.1 4000 276 1750 20mm

3CP1140 3.6 13.7 2200 152 1725 16.5mm

5CP3110CSS 3.6 13.7 3500 241 1750 20mm

760 3.6 13.7 5000 345 1750 24mm

5CP4116CSS 3.8 14.4 4000 276 1750 20mm

310 4.0 15.2 2200 152 950 20mm

5CP2120W 4.0 15.2 2500 172 950 20mm

5CP2140WCS 4.0 15.2 2500 172 1725 20mm

3CP1120 4.2 16.0 2200 152 1725 16.5mm

5CP4118CSS 4.2 16.0 4000 276 1750 20mm

5CP3160CSS 4.3 16.3 3500 241 1750 20mm

5CP3120CSS 4.5 17.0 3500 241 1645 20mm

57 4.5 17.0 4000 276 1285 24mm

5CP4120CSS 4.5 17.0 4000 276 1750 20mm

60 4.7 17.9 4000 276 1750 24mm

700 4.7 17.9 5000 345 1750 24mm

5CP3120CSS 4.8 18.2 3000 207 1750 20mm

310 5.0 19.0 1500 103 1190 20mm

5CP2150W 5.0 19.0 2000 138 1725 20mm

530 5.0 19.0 2500 172 1100 24mm

5CP5120 5.0 19.0 3000 207 1415 20mm

5CP3150CSS 5.2 19.7 3000 207 1750 20mm

56 5.5 20.9 3500 241 1210 24mm

5CP5140CSS 5.5 20.9 3500 241 1500 20mm
** 17- 4SSStainlessManifolds

Model1810

Model310

Model700

Model5CP2120W

=
Required Electric 
BrakeHP*

*Standard85%Overall Efficiency

Selectinga PowerSource
Positive displacement pumpscan usea variety of differentpower sources,including electric

motors, gasor diesel engines,hydraulic andpneumaticmotors. Note: systempower sources

must be sizedwithadequate horsepower to handlethemaximum systemflowand pressure

required.

Commonly UsedFormulas

gpmxpsi Hydraulic Torque (ft. lbs.) = 3.6 x gpm x psi

1460 Required rpm

Electric BrakeHp = gpm xpsi
1460
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PLUNGERPUMPS
SOLIDSHAFT,BRASSMANIFOLD

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

5CP6120 6.0 22.8 1600 110 1400 20mm

5CP5120 6.0 22.8 2500 172 1750 20mm

5CP5135CSS 6.0 22.8 3500 241 1750 20mm

1570 6.0 22.8 6000 414 1350 30mm

5CP5140CSS 6.4 24.3 3000 207 1750 20mm

5CP6180CSS 6.9 26.1 1500 103 1450 20mm

650 7.0 26.6 3000 207 1000 30mm

5CP6120 7.4 28.1 1200 83 1725 20mm

5CP6190 8.0 30.4 1450 100 1450 20mm

56 8.0 30.4 2500 172 1760 24mm

56HS 8.0 30.4 3000 207 1760 24mm

5CP6180CSS 8.2 31.0 1500 103 1750 20mm

1560 9.0 34.0 4000 276 1280 30mm

5CP6190 10.0 38.0 1200 83 1750 20mm

1050 10.0 38.0 2200 152 958 30mm

660 10.0 38.0 3000 207 1429 30mm

3550 10.0 38.0 6000 414 940 35mm

6810** 10.0 38.0 10000 689 600 45mm

7CP6110CS 10.5 39.9 2000 138 1725 24mm

7CP6160CS 10.6 40.1 2500 172 1750 24mm

7CP6170 11.0 41.6 2000 138 1450 24mm

1050 12.0 45.4 1800 124 1150 30mm

7CP6170 12.0 45.4 1800 124 1600 24mm

1580 12.0 45.4 3000 207 1180 30mm

1530 15.6 59.3 1500 103 1450 30mm

1540E 18.0 68.4 1200 83 1100 30mm

2510 20.0 76.0 2000 138 1450 30mm

3560 20.0 76.0 4000 276 1160 35mm

2530 25.0 95.0 1200 83 1025 30mm

3520 25.0 95.0 2000 138 870 35mm

3560 25.0 95.0 3000 207 1450 35mm

3570* 30.0 113.6 3000 207 1080 35mm

3535 36.0 136.2 1200 83 800 35mm

3535HS* 40.0 152.0 2000 138 888 35mm

6835 40.0 152.0 3000 207 625 45mm

3545 45.0 171.0 1000 69 765 35mm

3545HS* 50.0 189.3 1500 103 850 35mm

67070 50.0 189.3 2000 138 653 45mm

6760 60.0 228.0 1200 83 520 45mm

67070* 65.0 246.0 2000 138 850 45mm

6775 75.0 285.0 1200 83 650 45mm

* Intermittentdutyonly ðoperating pump atstated flow andpressure forno morethan 50%of time in anygiven hour.

** 304StainlessManifolds

Model1570

Model660

Model1540E

Model3535

Selectinga Drive
Avariety ofdifferent drive optionsareoffered by CatPumps.Mostsystemsarebelt -driven by 

apulley or clutch,but there arealsodirect-drive optionssuchasdirect coupled,gearboxor 

hollowshaftdirect drive.

Commonly UsedFormulas

rpm gpm Pulley* Pulley*== x
Desired Desired x Ratedrpm Pump Pumprpm Motor

Ratedgpm Motor/Engine rpm

*PitchDiameter

Electric BrakeHp = gpm xpsi
1460
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PLUNGERPUMPS

SOLIDSHAFT,316 STAINLESSSTEEL MANIFOLD

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

3CP1231 2.3 8.7 2000 138 1725 16.5mm

784 2.9 11.0 5000 345 1750 24mm

3CP1241 3.6 13.7 2000 138 1725 16.5mm

786 3.6 13.7 5000 345 1750 24mm

341 4.0 15.2 1800 124 1725 20mm

5CPQ6241CS 4.0 15.2 2000 138 1725 20mm

311 4.0 15.2 2200 152 950 20mm

3CP1221 4.2 16.0 2000 138 1725 16.5mm

781 4.7 17.9 5000 345 1750 24mm

351 5.0 19.0 1500 103 1725 20mm

3CP1211CS 5.0 19.0 1700 117 1750 16.5mm

5CPQ6251 5.0 19.0 2000 138 1725 20mm

5CPQ6221 6.0 22.8 2000 138 1400 20mm

5CPQ6221 7.4 28.0 1200 83 1725 20mm

1051 10.0 38.0 2200 152 958 30mm

3501 10.0 38.0 5000 345 915 35mm

7CP6111CS 10.5 39.9 2000 138 1725 24mm

7CP6171CS 10.5 39.9 2000 138 1450 24mm

1051 12.0 45.4 1800 124 1150 30mm

3511 14.0 53.2 3000 207 800 35mm

6811 15.0 57.0 5000 345 600 45mm

6801 15.0 57.0 7000 483 600 45mm

1531 15.6 59.0 1500 103 1450 30mm

1541 18.0 68.4 1200 83 1100 30mm

2511 20.0 76.0 1500 103 1450 30mm

2531 25.0 95.0 1200 83 1025 30mm

3521DHS 25.0 95.0 2000 138 870 35mm

6821 25.0 95.0 3000 207 615 45mm

3531D 36.0 136.2 1200 83 800 35mm

3531DHS* 40.0 152.0 2000 138 888 35mm

6831 40.0 152.0 2300 159 625 45mm

3541D 45.0 171.0 1000 69 765 35mm

6841 48.0 182.4 2000 138 615 45mm

3541DHS* 50.0 189.3 1500 103 850 35mm

6761 60.0 228.0 1200 83 520 45mm
* Intermittentdutyonly ðoperating pump atstated flow andpressureforno morethan 50%of time in anygiven hour.

Model311

Model1051

Model2531

Model6811

Electric BrakeHp= gpm xpsi
1460
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PLUNGERPUMPS

BELTDRIVE,SOLIDSHAFT,NICKELALUMINUMBRONZEMANIFOLD

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

237 2.3 8.7 1500 103 1725 16.5mm

277 3.5 13.3 1500 103 1420 16.5mm

247 3.6 13.7 1200 83 1725 16.5mm

347 4.0 15.2 1800 124 1725 20mm

317 4.0 15.2 2200 152 950 20mm

277 4.2 16.0 1000 69 1725 16.5mm

357 5.0 19.0 1500 103 1725 20mm

1057 10.0 38.0 2200 152 958 30mm

3507 10.0 38.0 5000 345 915 35mm

1057 12.0 45.4 1800 124 1150 30mm

3517 14.0 53.2 3000 207 800 35mm

2537 25.0 95.0 1200 83 1025 30mm

3527 25.0 95.0 2000 138 870 35mm

3537 36.0 136.2 1200 83 800 35mm

3537HS* 40.0 152.0 2000 138 888 35mm

3547 45.0 171.0 1000 69 765 35mm

6747 48.0 182.4 2000 138 615 45mm

6767 60.0 228.0 1200 83 520 45mm
* Intermittentdutyonly ðoperating pump atstated flow andpressure forno morethan 50%of time in anygiven hour.

SOLIDSHAFT,DUPLEXSTAINLESSSTEELMANIFOLD

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

1051D 10.0 38.0 2200 152 958 30mm

661D 10.0 38.0 3000 207 1429 30mm

1051D 12.0 45.4 1800 124 1150 30mm

6762 60.0 228.0 1200 83 520 45mm

67102 80.0 302.8 1200 83 540 45mm

67102 100.0 378.5 1000 69 680 45mm

157R060 100.0 380.0 2700 186 310 100mm

152R060 115.0 437.0 1200 83 360 100mm

152R061 115.0 437.0 2000 138 360 100mm

152R080 200.0 760.0 1200 83 355 100mm

152R081 200.0 760.0 1560 108 355 100mm

152R100 240.0 912.0 1000 69 270 100mm

Model6762

Model152R100

Model3517

Model277

Electric BrakeHp = gpm xpsi
1460

Electric BrakeHp= gpm xpsi
1460
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PISTONPUMPS

PISTONPUMPS,SOLIDSHAFT,316 STAINLESSSTEELMANIFOLD
Belt Drive

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

281 3.0 11.4 1000 69 1330 16.5mm

291 3.5 13.3 1200 83 1200 16.5mm

331 4.0 15.2 1200 83 1070 16.5mm

431 5.0 19.0 1000 69 1040 16.5mm

621 6.0 22.8 1200 83 850 25mm

821 10.0 38.0 1000 69 940 25mm

1011 13.0 49.4 700 48 900 25mm

6041 40.0 152.0 1500 103 500 45mm

6021 60.0 228.0 1000 69 500 45mm

PISTONPUMPS,SOLIDSHAFT,BRASSMANIFOLD
Belt Drive

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

280 3.0 11.4 1000 69 1330 16.5mm

290 3.5 13.3 1200 83 1200 16.5mm

333 4.0 15.2 1200 83 1070 16.5mm

430 5.0 19.0 1000 69 1040 16.5mm

323 5.0 19.0 1500 103 1000 20mm

623 6.0 22.8 1200 83 850 25mm

820 10.0 38.0 1000 69 940 25mm

390 12.0 45.4 600 41 1200 20mm

1010 13.0 49.4 700 48 900 25mm

2520* 25.0 95.0 800 55 772 30mm

6040 40.0 152.0 1500 103 500 45mm

6020 60.0 228.0 1000 69 500 45mm
*Available asamodel 2520Cwithflushed inletmanifold

Model280

Model820

Model2520

Model6020
ForwardRotation ReverseRotation

TECHTIP
PumpRotation
Forward rotation (towards the 

manifold) is recommended to 

allow optimum lubrication of the 

crossheadarea.If your installation 

doesnotallowfor forward rotation, 

reverserotationis acceptable if

thecrankcaseoil isabovethe red 

dotin theoilgauge. Thisindicates 

adequatelubrication.

Electric BrakeHp= gpm xpsi
1460

Electric BrakeHp= gpm xpsi
1460
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FLUSHED 

MANIFOLDPUMPS

FLUSHEDMANIFOLDPUMPS,SOLIDSHAFT,DUPLEXSTAINLESSSTEELMANIFOLD
Belt Drive

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

152R060C 115.0 437.0 1200 83 360 100mm

152R080C 200.0 760.0 1200 83 355 100mm

152R100C 240.0 912.0 1000 69 270 100mm

Model numbersending inòCóindicateflushed castmanifold andòKòindicateflushed block manifold.

FLUSHEDMANIFOLDPUMPS,SOLIDSHAFT,316 STAINLESSSTEELMANIFOLD
Belt Drive

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

341C 4.0 15.2 1800 124 1725 20mm

311C 4.0 15.2 2200 152 950 20mm

781K 4.7 17.9 5000 345 1750 24mm

351C 5.0 19.0 1500 103 1725 20mm

1051C 10.0 38.0 2200 152 958 30mm

661C 10.0 38.0 3000 207 1429 30mm

3501C 10.0 38.0 5000 345 915 35mm

7CP6171CCS 10.5 39.9 2000 138 1450 24mm

7CP6111CCS 10.5 39.9 2000 138 1750 24mm

1051C 12.0 45.4 1800 124 1150 30mm

3511C 14.0 53.2 3000 207 800 35mm

6811K 15.0 57.0 5000 345 600 45mm

6801K 15.0 57.0 7000 483 600 45mm

1541C 18.0 68.0 1200 83 1100 30mm

2531C 25.0 95.0 1200 83 1025 30mm

3521C 25.0 95.0 2000 138 870 35mm

6821K 25.0 95.0 3000 207 615 45mm

3531C 36.0 136.2 1200 83 800 35mm

6831K 40.0 152.0 2300 159 625 45mm

3541C 45.0 171.0 1000 69 765 35mm

6841K 48.0 182.4 2000 138 615 45mm

6861K 60.0 228.0 1200 83 520 45mm

67102C 100.0 378.5 1000 69 680 45mm
Model numbersending inòCóindicateflushed castmanifold andòKòindicateflushed block manifold.

FLUSHEDMANIFOLDPUMPS,SOLIDSHAFT,BRASS,NICKELALUMINUMBRONZE
Belt Drive

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

1810K** 3.0 11.4 10000 689 1500 30mm

1530C 15.6 59.0 1500 103 1450 30mm

1540EC 18.0 68.4 1200 83 1100 30mm

2520C 25.0 95.0 800 55 772 30mm

3520C 25.0 95.0 2000 138 870 35mm

3570C 30.0 114.0 3000 207 1080 30mm

3535C 36.0 136.2 1200 83 800 35mm

Model numbersending inòCóindicateflushed castmanifold andòKòindicateflushed block manifold.

**17 - 4SSStainlessSteelManifolds

Model3520C

Model781K

Model1051C

Model67102

Electric BrakeHp = gpm xpsi
1460

Electric BrakeHp = gpm xpsi
1460

Electric BrakeHp = gpm xpsi
1460
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TriethyleneGlycol(TEG)Pumps,240ÁF
HIGH-TEMPERATURE/TEGPUMPS,SOLIDSHAFT,BRASSMANIFOLD

Belt andBellHousing Drive

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

3CP1130.44101 2.4 9.1 2200 152 1725 16.5mm

5CP3105CS.44101 2.5 9.5 3500 241 1750 20mm

3CP1140.44101 3.6 13.7 2200 152 1725 16.5mm

5CP2120W.44101 4.0 15.2 2500 172 950 20mm

5CP2140CS.44101 4.0 15.2 2500 172 1725 20mm

3CP1120.44101 4.2 16.0 2200 152 1725 16.5mm

5CP2150W.44101 5.0 19.0 2000 138 1725 20mm

5CP6120.44101 6.0 22.8 1600 110 1400 20mm

5CP6120.44101 7.4 28.0 1200 83 1725 20mm

1050.44101 10.0 38.0 2200 152 958 30mm

1050.44101 12.0 45.4 1800 124 1150 30mm

1530.44101 15.6 59.0 1500 103 1450 30mm

1540E.44101 18.0 68.4 1200 83 1100 30mm

2530.44101 25.0 95.0 1200 83 1025 30mm

3535.44101 36.0 136.0 1200 83 800 35mm

Model3CP1120.44101

HIGH-TEMPERATURE/TEGPUMPS,SOLIDSHAFT,316 STAINLESSSTEELAND NICKELALUMINUM 
BRONZEMANIFOLD
Belt andBellHousing Drive

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

3CP1231.44101 2.3 8.7 2000 138 1725 16.5mm

3CP1241.44101 3.6 13.7 2000 138 1725 16.5mm

5CPQ6241.44101 4.0 15.2 2000 138 1725 20mm

3CP1221.44101 4.2 16.0 2000 138 1725 16.5mm

5CPQ6251.44101 5.0 19.0 2000 138 1725 20mm

5CPQ6221.44101 6.0 22.8 2000 138 1400 20mm

1051.44101 10.0 38.0 2200 152 958 30mm

1051.44101 12.0 45.4 1800 124 1150 30mm

3517.44101* 14.0 53.0 3000 207 800 35mm

1531.44101 15.6 59.0 1500 103 1450 30mm

1541.44101 18.0 68.4 1200 83 1100 30mm

3521DHS.44101 25.0 95.0 2000 138 870 35mm

2531.44101 25.0 95.0 1200 83 1025 30mm

3531D.44101 36.0 136.2 1200 83 800 35mm
*Nickel Aluminum BronzeManifold

Model1050.44101

HIGHTEMPERATURE

PUMPS
.3400SERIES,HIGH-TEMPERATUREAND INTERMITTENTRUNDRY

Theò.3400óSeriespumpsfeaturespeciallyblendedsealsandV-packings,expandingpumpoperating 

performance to 190ÁF /88ÁC.Thismodification alsoallows the pump to run intermittently dry

withoutdamagingtheseals.Standardplunger pumpscanbefittedwiththesespeciallyblended seals. 

Ordering this configurationrequires adding .3400to pump basemodel. Forexample,a 310pump 

fittedwithhigh temperaturesealswillbe 310.3400.ContactCatPumpsforadditional information.

Model1051.3400

Electric BrakeHp= gpm xpsi
1460

Electric BrakeHp= gpm xpsi
1460 comercial@highpresspumps.com.co

Cel. 3022971431- 3204758874
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WASHOUT 

RESISTANTPUMPS

LiquidCO2Pumps
CatPumpsliquid CO2seriesofpumps featuremodificationsto accommodatetheunique properties 

ofliquid CO2.Specialtysealsareusedto handle low lubricityand lowtemperaturethatliquid CO2

applications require. Pumpmanifolds aremodified to allowhigher inlet pressuresand discharge 

pressuresup to 7,000psi (483bar). Drive-end and manifold material combinations are available 

to coverawide flow rangeof flow from 0.34to 50gpm(1.3to 189.2lpm).

CatPumpsoffers full technical and engineering support to properly select pumps for the specific 

application. Pumpsareavailablein brassand 316stainlesssteel.Cat Pumpshasprovidedliquid CO2

pumping solutionsforover 25years,workingclosely withresearchfacilities,universities,equipment 

manufacturers and sitelocationstodesignand providethebestsolutions. Pleasecontact CatPumps 

foradditionalinformation.

Model1530RSCM.CO2

Model310B

B SERIES,SOLIDSHAFT,SPECIALBRASSMANIFOLD,VEHICLEWASH
BeltandBellHousingDrive

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

340B 4.0 15.2 1800 124 1725 20mm

310B,310BQ* 4.0 15.2 2200 152 950 20mm

5CP2120B 4.0 15.2 2500 172 950 20mm

5CP2140BCS 4.0 15.2 2500 172 1725 20mm

350B 5.0 19.0 1500 103 1725 20mm

5CP2150B 5.0 19.0 2000 138 1725 20mm
*óQóOptionisdesigned forapplications where a reduced sound level is desirable.

DemandGenuineCatPumpsAccessories
MAXIMUMSYSTEMPERFORMANCE

CatPumpsoffersawiderange ofhigh qualityaccessoriesadhering tothesameexactingstandards 

asour industry-leading pumps. Everyaccessoryis performance tested and designed to match 

eachpumpõsoperating specifications.By demanding genuine CatPumpsproducts,youreceive 

thebest value and lowest costofownership overthelifeof thesystem.Protect yourpumping 

systeminvestment withthe brandyoucantrustñCatPumps.

Checkoutourcompletelineof accessories 
online at catpumps.com

Electric BrakeHp = gpm xpsi
1460

comercial@highpresspumps.com.co
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1CXSeriesCompactMistingPumps
MODELNUMBERSELECTIONCHART
Pumpwith Electric Motor, 1000psi maxpressure

SERIES
FLOW 

(1750RPM)
REGULATOR

ASSEMBL 
E OPTION

MOTOR
OPTION
*

PULSEHOSE
OPTION

1CX 013= .13gpm R=

Regulat
or 

Included

D=Pumpandmotorshippedtogetherïnot 1=8180 Blank=NoPulse

025= .25gpm assembled 2=8182 Hose

050= .5gpm A=Pumpandmotorassembledtogether 3=8185 P=PulseHose

4=8183
Included

5=8186

Example: 1CX050RA2P=.5 gpm, Regulator, 8182Motor, Assembled, Pulse Hose included

*MotorOptions:

1.8180ï¼hp,ODP,115/230V,60Hz,1ph, 1750rpm,12inchleads 4.8183ï½hp, ODP,115/230V,50Hz,1ph, 1450 rpm,terminalbox

2.8182ï½hp,ODP,115/230V,60Hz,1ph, 1750rpm,12inchleads 5. 8186ï½hp,TEFC,115/230V,60Hz,1ph,1750rpm,terminalbox

3.8185ï½hp,ODP,115/230V,60Hz,1ph, 1750rpm,terminalbox

* NOTE:Without pulse hoseamp drawwillincrease asmuch as2 ampsdepending upon pump model anddischarge pressure.

** HPCalculation (1CXSeriesonly): GPMxPSIö1060

ATEX PUMPS

3560ATEX

Underthe ATEXDirective,equipment isdesignated by group, categoryand zone.CatPumps 

hasbeen certified asATEX2,which alsocoversATEX3 requirements.

ATEX-certified high-pressure pumpswill be speciallylabeled and supplied with a signed ATEX 

Declaration of Conformity. Pumpswill be numbered with the ò.ATEX2ósuffix added to the 

standardpump modelnumber. Contact CatPumpsforadditional information.

Thefollowing pump seriescomplywith the ATEXdirective forGroup 2,Category 2, 

andZones1 and2.ThisGroup2 includes ZonesG[1&2]

PumpSeries

Å3CP*PlungerPumps

Å3Frame*PlungerPumps

Å5CP*PlungerPumps

Å5Frame*PlungerPumps

Å7CP*PlungerPumps

* Excludesmodelsequippedwith gearbox

Å7Frame*PlungerPumps

Å8FramePlungerPumps

Å15FramePlungerPumps

Å18FramePlungerPumps

Å25FramePlungerPumps

Å28FramePlungerPumps

Å35FramePlungerPumps

Å38FramePlungerPumps

Å60FramePlungerPumps

Å68FramePlungerPumps
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1XPSERIES PORTABLE

EXTRACTOR PUMPS

GPM MAXPSI
PUMP 

ASSEMBL
Y

SFA HP

0.5 600 1XP050.031

0.75 500 1XP075.031

0.85 500 1XP085.031

1 450 1XP100.031 4.0 1/3

1.25 400 1XP125.031

1.5 325 1XP150.031

2 250 1XP200.031

0.4 1000 1XP050.051

0.7 1000 1XP075.051

0.8 1000 1XP085.051

0.9 800 1XP100.051 8.0 ½

1.2 800 1XP125.051

1.5 600 1XP150.051

2 450 1XP200.051

0.9 1000 1XP100.071

1.1 1000 1XP125.071

1.4 800 1XP150.071 9.0 ¾

1.75 700 1XP180.071

2 550 1XP200.071

1.45 1000 1XP150.101

1.8 800 1XP180.101 12.6 1

2 750 1XP200.101

GPM MAXPSI
AMPS

(ATMAXPSI)

PUMP
ASSEMBLY

ODPMOTOR

PUMPASSEMBLY
TEFCMOTOR

0.5 600 4.0 1XP050.03DC1XP050.03DCT
0.75 500 4.0 1XP075.03DC1XP075.03DCT

0.85 400 4.0 1XP085.03DC1XP085.03DCT

1 350 4.0 1XP100.03DC1XP100.03DCT

1.25 300 4.0 1XP125.03DC1XP125.03DCT

1.5 250 4.0 1XP150.03DC1XP150.03DCT

2.3 150 4.0 1XP200.03DC1XP200.03DCT

GPM MAXPSI
PUMP 

ASSEMBL
Y

SFA HP

0.40 600 1XP050.031

0.60 500 1XP075.031

0.70 500 1XP085.031

0.80 450 1XP100.031 2.1 1/3

1 400 1XP125.031

1.2 325 1XP150.031

1.70 250 1XP200.031

0.30 1000 1XP050.051

0.60 1000 1XP075.051

0.70 1000 1XP085.051

0.75 800 1XP100.051 3.8 ½

1 800 1XP125.051

1.2 600 1XP150.051

1.70 450 1XP200.051

0.75 1000 1XP100.071

0.90 1000 1XP125.071

1.20 800 1XP150.071 4.6 ¾

1.50 700 1XP180.071

1.70 550 1XP200.071

1.20 1000 1XP150.101

1.40 800 1XP180.101 6.3 1

1.70 750 1XP200.101

GPM MAXPSI
AMPS

(ATMAXPSI)
PUMPASSEMBLY

ODPMOTOR

0.5 600 2.0 1XP050.03DC2

0.75 500 2.0 1XP075.03DC2

0.85 400 2.0 1XP085.03DC2

1 350 2.0 1XP100.03DC2

1.25 300 2.0 1XP125.03DC2

1.5 250 2.0 1XP150.03DC2

2.3 150 2.0 1XP200.03DC2

ACInductionMotor ï60Hz,120V(1750rpm)

DCPermanentMagnet ï120Volt -1/3HP 
ODPandTEFCEnclosures

ACInductionMotor ï50Hz,240V(1450rpm)

DCPermanentMagnet ï240Volt -1/3HPODP

1XPPumpwithACInductionMotor
ÅLongServiceLife

ÅDualFrequency forworld -wide use

ÅConstant torque

1XPPumpwithDC PermanentMagnet Motor
ÅLow ampdraw

ÅCompact

ÅLighter weight
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1KSERIESðSUBMERSIBLESUMPPUMPS
Stainlesssteelsubmersiblesumppumpsoffersolutionsto pumpingsemi-dirty wateror freshwaterwith 

suspendedsolidsupto 3/8".

FlowRange Upto 88gpm Operation Manualor Automatic

PressureRange(upto24 psi) 55ft.Head
MaximumTemperature

Continuous122ÁF

RPM 3450rpm Intermittent 140ÁF

DischargeFitting 1¼",1½"NPT(F) MaximumSolidsDiameter ¾"

Horsepower 1/3,½,¾,1,1 ½ HP

2KSERIESðSUBMERSIBLEPUMPS

Stainlesssteelsubmersiblepumpsofferreliablepumping of freshwaterorindustrial wastewaterwith

suspendedsolidsupto 2".

FlowRange Upto 180gpm Operation ManualorAutomatic

PressureRange(upto 19.5psi) 46ft.Head
MaximumTemperature

Continuous
104ÁF

RPM 3450rpm Intermittent 140ÁF

DischargeFitting 2"NPT(F) MaximumSolidsDiameter 2"

Horsepower ½,1,1 ½,2 HP

CENTRIFUGALPUMPS

3KSERIESðEND-SUCTIONCENTRIFUGALPUMPS,SINGLESTAGE
Stainlesssteelend-suctioncentrifugalpumpsofferdependableperformance andflexibilityinmoving high 

volumeliquidsatlow pressure.Singlestagesoldaseitherpumpkitor motorized unit.

FlowRange Upto90 gpm DischargeFitting 1"NPT(F)

PressureRange(upto 63psi) 145 ft.Head ShaftSeal MechType21

MinimumInlet Pressure
toPrime

Flooded Horsepower 1/3,½,¾,1,1 ½,2,3 HP

RPM 1725or 3450rpm MaximumTemperature 160ÁF

InletFitting 1¼",1½"NPT(F)

3KSERIES- END-SUCTIONCENTRIFUGALPUMPS,TWO STAGE(METRICFRAME)
Stainlesssteelend-suctioncentrifugalpumpsofferdependableperformance andflexibilityinmoving high 

volumeliquidsatlow pressure.Soldasmotorized unitonly.

FlowRange Upto 66gpm DischargeFitting 1"NPT(F)

PressureRange(upto 106psi) 245ft.Head ShaftSeal MechType21

MinimumInletPressure to 
Prime Flooded Horsepower 2,3,5 (IP55TEFC)

RPM 3450RPM MaximumTemperature 140ÁF

InletFitting 1¼",1½"NPT(F)

3KSERIES- END-SUCTIONCENTRIFUGALPUMPS,TWOSTAGE(NEMAFRAME)
Stainlesssteelend-suctioncentrifugalpumpsofferdependableperformance andflexibilityinmoving high 

volumeliquidsatlow pressure.Soldaseitherpump kitor motorized unit.

FlowRange Upto 66gpm DischargeFitting 1"NPT(F)

PressureRange(upto 106psi) 245ft.Head ShaftSeal MechType21

MinimumInlet Pressure 
toPrime Flooded Horsepower 2,3,5

RPM 3450RPM MaximumTemperature 140ÁF

InletFitting 1¼",1½"NPT(F)
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CENTRIFUGALPUMPS

FlowRange Upto380 gpm DischargeFitting Flange
ANSI150lb.ð
1¼",1½",2"

PressureRange(upto 124psi) 286ft. Head ShaftSeal MechType21

MinimumInlet Pressure
to Prime

Flooded Horsepower
1,1½,2,3,5,7 ½,10,
15HP

RPM 1725or 3450rpm MaximumTemperature 160ÁF

Inlet FittingFlange
ANSI150lb.ð
2",2½",3"

4K SERIESðEND-SUCTIONCENTRIFUGALPUMPS,SINGLESTAGE

Soldaspump kitor motorized unit.

6KSERIES- OPENIMPELLEREND-SUCTIONCENTRIFUGALPUMPS
Stainlesssteelopen impellercentrifugalpumpshandlessuspendedsolids in liquidanddirty water,andhandles 

solidsupto ¾"spherical.Soldasmotorized unitonly.

FlowRange Upto 250gpm DischargeFitting
2"NPT(F)(with
external hosebarb)

PressureRange(upto 28psi) 65ft.Head ShaftSeal MechType21

MinimumInlet Pressure 
to Prime

Flooded Horsepower 1½,2,3,4

RPM 3450RPM MaximumTemperature 194ÁF

InletFitting 2",2½"NPT(F)

5KSERIESðSELFPRIMINGCENTRIFUGALPUMPS

Soldaspump kitor motorized unit.

FlowRange Upto 18.5gpm DischargeFitting 1"NPT(F)

PressureRange(upto82psi) 190 ft.Head ShaftSeal MechType21

RPM 3450rpm Horsepower 1,2HP

InletFitting 1¼"NPT(F) MaximumTemperature 113ÁF

8KSERIES- VERTICALMULTIPLESTAGECENTRIFUGALPUMPS
Stainlesssteelverticalmultiplestagepumps designedforhigh volumeandhighft.headcleanor hot water 

applications.Sold asabarepumpor motorized unit(w/NEMAmotorsizes).

FlowRange Upto 390gpm DischargeFitting 1¼"to 4"ANSI

PressureRange(upto 403psi) 930ft. Head ShaftSeal
Mechanical-Silicon / 
Carbide /Carbon /FPM

MinimumInlet Pressure 
to Prime

Flooded HorsepowerRange ½to 50HP

RPM 3450RPM TemperatureRange Ĭ22ÁF to248ÁF

InletFitting 1¼"to 4"ANSI
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CUSTOMPUMPINGSYSTEMS
YOUDEFINE.WEDESIGNANDDELIVER.

CustomEngineeredtoMeet YourApplicationDemands
CatPumpsisan industry leader in providing customerswith qualitycustom-engineered 

pumping systemsto meeta wide rangeofapplicationneeds. Byselecting a CatPumps 

pumping system,customerseliminate the hassleand expenseof designing, multiple 

sourcebuying, fabricating and testing. Our knowledgeable and helpful technical sales 

team assistswith proper component selection aswell as installation, operation and 

maintenancesupport.

All systemsare designed, built and pressure tested to verifyperformance . To begin the

quoting process, contact us at (763) 780-5440 or submitthe customsystemquoteform

atcatpumps.com.

Withthousands of installationsrunning around the world, CatPumps is thesupplier

ofchoice forcustom pumping systems.

Callorgo onlinetostartyourquotetoday.
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CUSTOMPUMPINGSYSTEMS

System 
Configuration
Withextensive experiencebuilding thousandsof systems,CatPumpscanhelp 

determinethe bestconfiguration forany application.

Base
Systemdesignstartswith choosingthe basethatbest fits the application. 

Numerousbaseconfigurations areavailableto meetspace, portability, sound

and materialdemands.

ÅStandardÅVerticalyStackedÅPortableÅEnclosedÅMultiplePump

CatPumps 
AdvancedControl 
Options

PowerSource

Aqualified technicalstaffwithextensive experiencecanassistinrecommending the 

correctproduct for anypower sourceavailable.

ÅElectricÅGasÅDieselÅHydraulicÅPneumatic

DrivePackage

Awidevarietyofdrivepackagesareavailabletocomplementanypower 

sourceofchoice.

ÅBeltÅDirectDriveÅGearboxÅFlexCoupling/BelHousingÅClutch

Accessories

Choosefromhundredsof high-quality genuine CatPumpsaccessories 

foroptimumsystemperformanceand life.

ÅRegulatorÅUnloaderÅRelief/Pop-offValveÅPressureGauge
ÅPulsationDampenerÅInletStabilizerÅInletFilter/StrainerÅGunsÅOil

Askabout the wide variety of advanced 

control options designed to provide 

maximumsystemperformance aswell as 

maximum systemprotection.

Optionsinclude:

ÅVariable FrequencyDrives(VFD)

ÅPIDLoop(varies speedofpump to

maintain systempressure)

ÅMultiple PumpSystems

ÅLow-PressureSealMonitors

ÅAuto Shutdowns(Temperature and

Low InletPressure) 

Othercontrol optionsare available 

uponrequest.
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