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PRODUCT ORDERING
Opt iona l Seal and O-Ring Conf igur at ions

MATERIAL
CODE DESCRIPTION MAX.TEMPERATURE* PUMPMODELSUFFIX

NBR MediumNitrile (Buna-N)SealsandO-Rings 160ÁF (71ÁC) ñ

FPM Fluorocarbon(Viton®)SealsandO-Rings,ChemicalResistance 180ÁF (82ÁC) .0110

EPDM EthylenePropyleneDieneMonomerSealsandO-Rings 160ÁF (71ÁC) .0220

HT High-TemperatureHigh-PressureSeals 180ÁF (82ÁC) .3000

STHT High-TemperatureHigh-PressureSeals,SpecialTeflon®Low-PressureSeals,NBRO-Rings 190ÁF (88ÁC) .3400

High-TemperatureHigh-PressureSeals,SpecialTeflon®Low-PressureSeals,FPMO-Rings 190ÁF (88ÁC) .3410

PTFE PurePolytetrafluoroethylene (Teflon®)SealsandBuna-NO-Rings 190ÁF (88ÁC) .0700

PurePolytetrafluoroethylene (Teflon®)SealsandFPMO-Rings 200ÁF (93ÁC) .0710

IPFE I-Perfluoroelastomer (Teflon®)Sealsand Isolast®O-Rings 200ÁF (93ÁC) .0770

ST Special BlendPTFEHighandLow-PressureSeals, Buna-NO-Rings 190ÁF (88ÁC) .4400

Special BlendPTFEHighandLow-PressureSeals, FPMO-Rings 200ÁF (93ÁC) .4410

NBRS Buna-NSil icone-FreeSealsandO-Rings 160ÁF (71ÁC) .6000

FPM= Fluorocarbon, EPDM= EthylenePropyleneDieneMonomer,HT= High-Temperature (EPDMAlternative), STHT= SpecialPTFEHigh-Temperature

PTFE= PurePolytetrafluoroethylene, IPFE= I-Perfluoroelastomer, ST= SpecialPTFE,NBR= MediumNitrile (Buna-N),NBRS= Buna-NSilicon-FreeSealsandO-Rings

* Seeindividual datasheet for eachpumpto verify actual maximum temperature allowed. 

Viton®andTeflon® areregistered trademarksof DuPontDowElastomers.

Example
Pumpmodel 3535canbe changedfrom Buna-Nto FPM.Toconvert pump model 3535from Buna-NsealsandO-ringsto FPM(Viton®), 

addthe suffix (.0110)to the standard pump model number (3535.0110).Usethis new number when ordering the pump.

CatPumpsconfigures anumber of pumpsfor specialapplications andcertifications suchasATEX,CO2, TEG,Flushed,High-Temp 

andothers. Pleasecontact CatPumpsdirectly at (763)780-5440for more information.

UsingThisCatalog
Thepump sectionsof this catalog areorganizedby drive type/flow rate/manifold materials (brass,316stainlesssteel, duplex stainless 

steel andnickel aluminum bronze). Themodel numberslisted represent standard pumpsequipped with Buna-NsealsandO-rings, 

except for specialty pumps, suchasCO2,TEGandportable extractors, which arefitted with unique sealsfor the application.

StandardBuna-Npump sealsand/or O-ringscanbe changedby addingasuffix to the standard model number that represents the 

desired new sealmaterial.
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PUMPSELECTION

1

2

3

Specially formulated, Cat Pumps exclusive high-pressure 

andlow-pressuresealsoffer unmatched performance and 

seallife.

100%wet cup/seal designaddsto servicelife by allowing 

pumped fluidsto cool and lubricate the elastomerson  

both sides.

Stainlesssteel valves,seatsandspringsprovide corrosion 

resistance, positive seating andlong life.

4 Chrome-moly crankshaft provides unmatched strength 

and surface hardnessfor long life.

Thepatented stepped piston rod with hard chrome-plated  

sleeve providesadurable wear surfaceand easywet end  

servicing.

5

6 Precision-polished, solid ceramic plungersprovide maximum 

resistanceto corrosionandabrasion,extending seallife.

The high strength stainlesssteel plunger rodshave a360Á

supported crosshead providing uncompromising plunger

rod alignment.

Matchedoversizedconnecting rodsaremadeof high-

strength material with exceptional bearing quality.

Oversizedball bearingsor tapered roller bearingsprovide

extended bearing life.

10 High-strength, lightweight die cast aluminum crankcase

with splash oil design allowsoperation at speedsas low

as100RPM.

7

8

9

CatPumpsoffers acomplete line of positive displacement high-pressurepumpsandsystemsthat exceedindustry expectations for 

reliability, availability andsupport. Whenhigh-pressureliquid isrequired, CatPumpsisthe supplier of choice for pumps, pumping 

systemsand control accessories.Applications include CO2 extraction, washdown, mist cooling, humidification, odor control and  

numerousother industry uses.

ProductPerformanceRange
Awide rangeof pumpoptions areavailable, including avariety of products that meet various industry certifications anddirectives.

ÅFlow:0.13 to 240 gpm (0.49 to 908 lpm)

ÅPressure:100 to 10,000 psi (6.9 to 689 bar)

ÅRPM:100 to 3,450

ÅLiquid Temperature: -10Áto 200ÁF(-23Áto 93ÁC)

ÅManifold Materials: Brass,Nickel Aluminum Bronze, 

304and316StainlessSteel, DuplexStainlessSteel*

ÅSealingMaterial: NBR,FPM,EPDM,PTFE,Silicone-free*

ÅDrives:Electric, Engine,Hydraulic, Pneumatic

PumpFeatures

* Other materialsavailableupon request.
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PUMPFEATURES
PlungerPumps
(0.13ï240 gpm, 100ï10,00 0 psi)

Plunger pumpsutilizespring-loaded closed and  

hydraulically opened inlet and discharge valves 

to direct flow through the pump manifold. At the 

beginning of the stroke,theplunger displaces  

the liquid in the manifold chamber, forcing the 

dischargevalveopen.When the plunger reaches  

the end of the stroke, the dischargevalve closes. 

As the plunger rod begins its backward stroke, 

the inlet valveopensto allow more liquid into  

the manifold chamber, thereby keepingasmooth 

forward flow of liquid.

PistonPumps
(3.0ï60 gpm, 100ï1,500 psi)

Thedesignof the piston pump allows the fluid 

to move continually in one, smooth forward 

direction.Thisdesign allowsgreater suction  

capabilities and reduces the risk of cavitation 

provided thepump isproperly primed.At the

beginningof the stroke, the mechanically actuated 

inlet valve(andpiston) will close.Asthe piston rod 

movesforward, the liquid isforced out through  

the discharge valves. Simultaneously, the liquid 

enters the pump inlet and flows in behind the 

inlet valve. Asthe piston rod beginsthe backward 

stroke,the inlet valvemechanically opens,  

permitting the liquid to continue its flow forward 

through the piston into the pumping chamber.

10

8
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In SF series pumps, both the inlet and discharge 

valvesarespring-loaded closed and hydraulically  

opened, similar to plunger pumps, however, they 

haveaflow-through ceramic plunger design.

Thecontinuousforward flow characteristic of  

piston pumpsisutilized in conjunction with the  

packing design of theplunger pumps.These  

features give SF pumps both strong suction 

capabilities andhigher pressureperformances.

SFSeriesPumps
(0.5ï4.2 gpm, 100ï2,500 psi)

3

10

7 8 4 96 1
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PLUNGER

PUMPS
PUMPMODEL MAXIMUMFLOW

GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT

DIRECTDRIVE, HOLLOWSHAFT,BRASSMANIFOLD
Electric Motor,5/8" and ¾",56CFace

Note: Pumpsrated at 3450rpm canoperate at 1725rpm, reducing flow by50%.

*óRómodelsarebuilt with anintegral pressureregulator valve.òUómodelsareavailable with anintegral unloader valve.

4DX03ELR 0.3 1.1 2000 138 1750 5/8"

4DX10ER* 1.0 3.8 2000 138 3450 5/8"

4DX15ER* 1.5 5.7 2000 138 3450 5/8"

4DX20ER* 2.0 7.6 2000 138 3450 5/8"

4SP21ELR* 2.1 7.9 2000 138 1750 5/8"

4DX27ER* 2.7 10.3 2000 138 3450 5/8"

Model 4DX10ER 4SP29ELR* 2.85 10.8 1200 83 1750 5/8"

4DX30ER* 3.0 11.4 2000 138 3450 5/8"

2SF35ES 3.5 13.3 1500 103 3450 5/8"

2SF35GES 3.5 13.3 2000 138 3450 ¾"

2SFP500EL 5.0 19.0 500 34.5 1750 5/8"

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT HP
Typical GasEngine*

4DNX25GSI 2.5 9.5 3000 207 3450 ¾" 6.5

4DNX27GSI 2.7 10.3 3000 207 3450 ¾" 8

4DX29GUIF 2.9 11.0 2600 179 3450 ¾" 6.5

2SF30GS 3.0 11.4 2000 138 3450 ¾" 6.5

2SF35GS 3.5 13.3 2000 138 3450 ¾" 8

DIRECTDRIVE, HOLLOWSHAFT,BRASSMANIFOLD
Engine, ¾"

*Consultenginemanufacturer for actual torque available at required speed.

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT

DIRECTDRIVE, HOLLOWSHAFT,BRASSMANIFOLD
Electric Motor,11/8",184TCFace

*óRómodelsarebuilt with anintegral pressureregulator valve.òUómodelsareavailable with anintegral unloader valve.

5SP30ELR* 3.0 11.4 3000 207 1750 11/ 8"
Model 2SF35ES 5SP35ELR* 3.5 13.3 2500 172 1750 11/ 8"

5SP40ELR* 4.0 15.2 2000 138 1750 11/ 8"

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT HP
Typical GasEngine*

66DX30G1I 3.0 11.4 4000 276 3400 1" 13

4SPX32G1I 3.2 12.2 3000 207 3450 1" 9

66DX35G1I 3.5 13.3 4000 276 3400 1" 13

66DX40G1I 4.0 15.2 4000 276 3400 1" 16

66DX50G1I 5.0 19.0 3500 241 3250 1" 13

DIRECTDRIVE, HOLLOWSHAFT,BRASSMANIFOLD
Engine, 1"

*Consultenginemanufacturer for actual torque available at required speed.

Model 5SP35ELU

Model 66DX40G1I
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PLUNGER

PUMPS
DIRECT DRIVE, HOLLOW SHAFT,316 STAINLESS STEELMANIFOLD
Electric Motor,5/8",56CFace

PUMPMODEL MAXIMUMFLOW MAXIMUMPRESSURE RPM SHAFT

GPM LPM PSI BAR

2SF05SEEL 0.5 1.9 1200 83 1725 5/8"

2SF10SEEL 1.0 3.8 1200 83 1725 5/8"

2SF15SEEL 1.5 5.7 1200 83 1725 5/8"

2SF22SEEL 2.2 8.4 1200 83 1725 5/8"

2SFQ25SEEL 2.5 9.5 1200 83 1725 5/8"

2SFQ29SEEL 2.85 10.8 1200 83 1725 5/8"

2SFQ35SEEL 3.5 13.3 1200 83 1725 5/8"

2SFQ42SEEL 4.2 15.9 1200 83 1725 5/8"

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT HP
Typical GasEngine*

740G1 2.8 10.6 5000 345 3465 1" 13

3CP1120G 3.5 13.3 2200 152 3600 ¾" 8

760G1 3.5 13.3 5000 345 3465 1" 16

5CP3160CSSG1 4.0 15.2 3500 241 3320 1" 13

5CP3120CSSG1 4.5 17.0 3500 241 3353 1" 16

60G1 4.5 17.0 4000 276 3450 1" 18

700G1 4.5 17.0 5000 345 3465 1" 20

5CP3150CSSG1 5.0 19.0 3000 207 3450 1" 13

5CP5135CSSG1 5.8 21.9 3500 241 3450 1" 13

5CP5140CSSG1 6.2 23.4 3000 207 3450 1" 18

5CP6120CSSG1 7.2 27.2 1500 103 3450 1" 8

5CP6180CSSG1 8.0 30.4 1500 103 3450 1" 11

56G1 8.0 30.4 2500 172 3600 1" 16

56HSG1 8.0 30.4 3000 207 3600 1" 22

5CP6190G1 9.7 36.7 1200 83 3450 1" 11

7CP6110CSG1 10.0 38.0 2000 138 3400 1" 18

7CP6160CSG1 10.0 38.0 2500 172 3400 1" 22

7CP6170G1 12.0 45.4 1800 124 3264 1" 16

DIRECT DRIVE, HOLLOW SHAFTGEARBOX,BRASSMANIFOLD
Engine,¾"and 1"

Note: All 1"Gearboxesarealsoavailable in 11/8"size(G118)

*Consultenginemanufacturer for actual torque available at required speed.

Model 2SF22SEEL

Model 56G1

Model 5CP3120CSSG1

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT HP
Typical GasEngine*

3CP1241G 3.0 11.4 2000 138 3600 ¾" 5

3CP1221G 3.5 13.3 1500 103 3600 ¾" 5

3CP1211G 3.8 14.4 1500 103 3400 ¾" 5

5CPQ6241CSG1 4.0 15.2 2000 138 3600 1" 8

781G1 4.5 17.0 5000 345 3465 1" 20

5CPQ6251G1 5.0 19.0 2000 138 3600 1" 9

5CPQ6221G1 7.4 28.0 1500 103 3600 1" 9

7CP6111CSG1 10.0 38.0 2000 138 3400 1" 18

DIRECT DRIVE, HOLLOW SHAFTGEARBOX,316 STAINLESS STEELMANIFOLD
Engine,¾"and 1"

Note: All 1"Gearboxesarealsoavailable in 11/8"size.(G118).

*Consultenginemanufacturer for actual torque available at required speed.
Model7CP6111CSG1
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PLUNGERPUMPS

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT

5CP4110CSS 2.2 8.4 4000 276 1750 20mm

3CP1130 2.4 9.1 2200 138 1725 16.5mm
5CP3105CSS 2.5 9.5 3500 241 1750 20mm
5CP4112CSS 2.7 10.3 4000 276 1750 20mm
740 2.9 11.0 5000 345 1750 24mm
5CP4114CSS 3.2 12.1 4000 276 1750 20mm
3CP1140 3.6 13.7 2200 152 1725 16.5mm
5CP3110CSS 3.6 13.7 3500 241 1750 20mm
760 3.6 13.6 5000 345 1750 24mm
5CP4116CSS 3.8 14.4 4000 276 1750 20mm
5CP2140WCS 4.0 15.2 2500 172 1725 20mm
3CP1120 4.2 16.0 2200 152 1725 16.5mm
5CP4118CSS 4.2 16.0 4000 276 1750 20mm
5CP3160CSS 4.3 16.3 3500 241 1750 20mm
5CP4120CSS 4.5 17.0 4000 276 1750 20mm
60 4.7 17.9 4000 276 1750 24mm
700 4.7 17.9 5000 345 1750 24mm
5CP3120CSS 4.8 18.2 3000 207 1750 20mm
5CP2150W 5.0 19.0 2000 138 1725 20mm
5CP3150CSS 5.2 19.8 3000 207 1750 20mm
5CP5120 6.0 22.8 2500 172 1750 20mm
5CP5135CSS 6.0 22.8 3500 241 1750 20mm
5CP5140CSS 6.4 24.3 3000 207 1750 20mm
5CP6120 7.4 28.1 1500 103 1725 20mm
56 8.0 30.4 2500 172 1760 24mm
56HS 8.0 30.4 3000 207 1760 24mm
5CP6180CSS 8.2 31.0 1500 103 1750 20mm
5CP6190 10.0 38.0 1200 83 1750 20mm
7CP6110CS 10.5 39.9 2000 138 1750 24mm
7CP6160CS 10.6 40.1 2500 172 1750 24mm
1730 15.8 59.8 1500 103 1750 30mm

DIRECT DRIVE, SOLID SHAFT,BRASSMANIFOLD
Electric MotorðBell Housing

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT

3CP1231 2.3 8.7 2000 138 1725 16.5mm

784 2.9 11.0 5000 345 1750 24mm
3CP1241 3.6 13.7 2000 138 1725 16.5mm
786 3.6 13.7 5000 345 1750 24mm
5CPQ6241CS 4.0 15.2 2000 138 1725 20mm
3CP1221 4.2 16.0 2000 138 1725 16.5mm
781 4.7 17.8 5000 345 1750 24mm
3CP1211CS 5.0 19.0 1700 117 1750 16.5mm
5CPQ6251 5.0 19.0 2000 138 1725 20mm
5CPQ6281CSS 5.5 20.9 2000 138 1725 20mm
5CPQ6271CSS 6.6 25.1 1800 124 1725 20mm
5CPQ6221 7.4 28.0 1500 103 1725 20mm
7CP6111CS 10.5 39.9 2000 138 1750 24mm

DIRECT DRIVE, SOLID SHAFT,316 STAINLESS STEELMANIFOLD
Electric MotorðBell Housing

Model 3CP1231

Model 3CP1120

Model 5CP3160CSS

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT

237 2.3 8.7 1500 103 1725 16.5mm

247 3.6 13.7 1200 83 1725 16.5mm
277 4.2 16.0 1000 69 1725 16.5mm
347 4.0 15.2 1800 124 1725 20mm

Model 277 357 5.0 19.0 1500 103 1725 20mm

DIRECT DRIVE, SOLID SHAFT,NICKEL ALUMINUM BRONZEMANIFOLD
Electric MotorðBell Housing
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PLUNGERPUMPS
SOLIDSHAFT,BRASSMANIFOLD

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT

5CP4110CSS 2.2 8.4 4000 276 1750 20mm

3CP1130 2.4 9.1 2200 138 1725 16.5mm

5CP3105CSS 2.5 9.5 3500 241 1750 20mm

5CP4112CSS 2.7 10.3 4000 276 1750 20mm

740 2.9 11.0 5000 345 1750 24mm

1810* 3.0 11.4 10000 689 1500 30mm

5CP4114CSS 3.2 12.1 4000 276 1750 20mm

3CP1140 3.6 13.7 2200 152 1725 16.5mm

5CP3110CSS 3.6 13.7 3500 241 1750 20mm

760 3.6 13.7 5000 345 1750 24mm

5CP4116CSS 3.8 14.4 4000 276 1750 20mm

310 4.0 15.2 2200 152 950 20mm

5CP2120W 4.0 15.2 2500 172 950 20mm

5CP2140WCS 4.0 15.2 2500 172 1725 20mm

3CP1120 4.2 16.0 2200 152 1725 16.5mm

5CP4118CSS 4.2 16.0 4000 276 1750 20mm

5CP3160CSS 4.3 16.3 3500 241 1750 20mm

5CP3120CSS 4.5 17.0 3500 241 1645 20mm

57 4.5 17.0 4000 276 1285 24mm

5CP4120CSS 4.5 17.0 4000 276 1750 20mm

60 4.7 17.9 4000 276 1750 24mm

700 4.7 17.9 5000 345 1750 24mm

5CP3120CSS 4.8 18.2 3000 207 1750 20mm

310 5.0 19.0 1500 103 1190 20mm

5CP2150W 5.0 19.0 2000 138 1725 20mm

530 5.0 19.0 2500 172 1100 24mm

5CP5120 5.0 19.0 3000 207 1415 20mm

5CP3150CSS 5.2 19.7 3000 207 1750 20mm

56 5.5 20.9 3500 241 1210 24mm

5CP5140CSS 5.5 20.9 3500 241 1500 20mm

5CP5120 6.0 22.8 2500 172 1750 20mm

5CP5135CSS 6.0 22.8 3500 241 1750 20mm

1570 6.0 22.8 6000 414 1350 30mm

5CP5140CSS 6.4 24.3 3000 207 1750 20mm

5CP6180CSS 6.9 26.1 1500 103 1450 20mm

650 7.0 26.6 3000 207 1000 30mm

5CP6120 7.4 28.1 1500 103 1725 20mm

5CP6120CS 7.4 28.1 1500 103 1725 20mm

5CP6190 8.0 30.4 1450 100 1450 20mm

56 8.0 30.4 2500 172 1760 24mm

56HS 8.0 30.4 3000 207 1760 24mm

5CP6180CSS 8.2 31.0 1500 103 1750 20mm

1560 9.0 34.0 4000 276 1280 30mm

5CP6190 10.0 38.0 1200 83 1750 20mm

1050 10.0 38.0 2200 152 958 30mm

660 10.0 38.0 3000 207 1429 30mm

3550 10.0 38.0 6000 414 940 35mm

6810* 10.0 38.0 10000 689 600 45mm

7CP6110CS 10.5 39.9 2000 138 1750 24mm

7CP6160CS 10.6 40.1 2500 172 1750 24mm

7CP6170 11.0 41.6 2000 138 1450 24mm

7CP6170 12.0 45.4 1800 124 1600 24mm

1580 12.0 45.4 3000 207 1180 30mm

1050 12.3 46.5 1800 124 1180 30mm

1530 15.6 59.3 1500 103 1450 30mm

1730 15.8 59.8 1500 103 1750 30mm
* 17ð4SSStainlessManifolds

Model 1810

Model 310

Model 700

Model 5CP2120W
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PLUNGERPUMPS

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT

2560 16.0 60.5 3000 207 1510 30mm

1540E 19.3 73.0 1200 83 1180 30mm

2510 20.0 76.0 2000 138 1450 30mm

2565 20.0 76.0 2500 172 1450 30mm

3560 20.0 76.0 4000 276 1160 35mm

2530 25.0 95.0 1200 83 1025 30mm

3520 25.0 95.0 2000 138 870 35mm

3570 30.0 113.6 2500 172 1080 35mm

3570S* 30.0 113.6 3000 207 1080 35mm

3560 25.0 95.0 3000 207 1450 35mm

3535 36.0 136.2 1200 83 800 35mm

3535HS* 40.0 152.0 2000 138 888 35mm

6835 40.0 152.0 3000 207 625 45mm

3545 45.0 171.0 1000 69 765 35mm

3545HS* 50.0 189.3 1500 103 850 35mm

67070 50.0 189.3 2000 138 653 45mm

6760 60.0 228.0 1200 83 520 45mm

67070* 65.0 246.0 2000 138 850 45mm

6775 75.0 285.0 1200 83 650 45mm

SOLIDSHAFT,BRASSMANIFOLD

*Intermittent duty cycle isdefined asoperating pumpat stated flow andpressurefor nomorethan 50%of time in anygivenhour.

Model 1570

Model 660

Model 1540E

Model 3535

Selecting aPower Source
Positive displacement pumpscanusea variety of different power sources,including electric

motors, gasor diesel engines,hydraulic and pneumatic motors. Note: systempower sources

must be sizedwith adequate horsepowerto handle the maximum systemflow andpressure

required.

Comm only Used Formulas

=
Electric Motor  
Horsepower (HP)*

*Standard 85%Overall Efficiency

Required

gpm xpsi Hydraulic Torque (ft. lbs.)
= 3.6 x

gpm xpsi 

1460 rpm

Selecting aDrive
Avariety of different drive options areoffered by CatPumps.Mostsystemsarebelt -driven by 

a pulley or clutch, but there are also direct -drive options such as direct coupled, gearbox or 

hollow shaft direct drive.

Comm only Used Formulas

Pulley*rpm gpm Pulley* Motor/En gine rpm
x =

Desired
=

Desired
x

Ratedrpm Pump Pump rpm Motor

Rated gpm

*Pitch Diameter
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PLUNGERPUMPS

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT

SOLIDSHAFT,316 STAINLESSSTEELMANIFOLD

*Intermittent duty cycle isdefined asoperating pumpat stated flow andpressurefor nomorethan 50%of time in anygivenhour.

3CP1231 2.3 8.7 2000 138 1725 16.5mm

784 2.9 11.0 5000 345 1750 24mm

3CP1241 3.6 13.7 2000 138 1725 16.5mm

786 3.6 13.7 5000 345 1750 24mm

341 4.0 15.2 1800 124 1725 20mm

5CPQ6241CS 4.0 15.2 2000 138 1725 20mm

311 4.0 15.2 2200 152 950 20mm Model 311

3CP1221 4.2 16.0 2000 138 1725 16.5mm

781 4.7 17.9 5000 345 1750 24mm

351 5.0 19.0 1500 103 1725 20mm

3CP1211CS 5.0 19.0 1700 117 1750 16.5mm

5CPQ6251 5.0 19.0 2000 138 1725 20mm

5CPQ6221 6.0 22.8 2000 138 1400 20mm

5CPQ6221 7.4 28.0 1500 103 1725 20mm

1051 10.0 38.0 2200 152 958 30mm

3501 10.0 38.0 5000 345 915 35mm

7CP6111CS 10.5 39.9 2000 138 1750 24mm

7CP6171CS 11.0 41.6 2000 138 1450 24mm

7CP6171CS 12.0 45.0 1800 124 1600 24mm

1051 12.3 46.5 1800 124 1180 30mm

3511 14.0 53.2 3000 207 800 35mm

6811 15.0 57.0 5000 345 630 45mm

6801 15.0 57.0 7000 483 630 45mm Model 1051

1531 15.6 59.0 1500 103 1450 30mm

1541 19.3 73.0 1200 83 1180 30mm

2511 20.0 76.0 1500 103 1450 30mm

2531 25.0 95.0 1200 83 1025 30mm

3521DHS 25.0 95.0 2000 138 870 35mm

6821 25.0 95.0 3000 207 615 45mm

3531D 36.0 136.2 1200 83 800 35mm

3531DHS* 40.0 152.0 2000 138 888 35mm

6831 40.0 152.0 2300 159 625 45mm

3541D 45.0 171.0 1000 69 765 35mm

6841 48.0 182.4 2000 138 615 45mm

3541DHS* 50.0 189.3 1500 103 850 35mm

6761 60.0 228.0 1200 83 520 45mm

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT

1051D 10.0 38.0 2200 152 958 30mm

661D 10.0 38.0 3000 207 1429 30mm

1051D 12.3 46.5 1800 124 1180 30mm

6762 60.0 228.0 1200 83 520 45mm

67102 80.0 302.8 1200 83 540 45mm

67102 100.0 378.5 1000 69 680 45mm

157R060 100.0 380.0 2700 186 310 100mm

152R060 115.0 437.0 1200 83 360 100mm

152R061 115.0 437.0 2000 138 360 100mm

152R080 200.0 760.0 1200 83 355 100mm Model 6762

152R081 200.0 760.0 1560 108 355 100mm

152R100 240.0 912.0 1000 69 270 100mm

SOLIDSHAFT,DUPLEXSTAINLESSSTEELMANIFOLD

Model 2531
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PLUNGERPUMPS

Piston Pumps
PISTONPUMPS,SOLIDSHAFT,BRASSMANIFOLD

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT

237 2.3 8.7 1500 103 1725 16.5mm

277 3.5 13.3 1500 103 1420 16.5mm

247 3.6 13.7 1200 83 1725 16.5mm

347 4.0 15.2 1800 124 1725 20mm

317 4.0 15.2 2200 152 950 20mm

277 4.2 16.0 1000 69 1725 16.5mm

357 5.0 19.0 1500 103 1725 20mm

1057 10.0 38.0 2200 152 958 30mm

3507 10.0 38.0 5000 345 915 35mm

1057 12.3 46.5 1800 124 1180 30mm

3517 14.0 53.2 3000 207 800 35mm

2537 25.0 95.0 1200 83 1025 30mm

3527 25.0 95.0 2000 138 870 35mm

3537 36.0 136.2 1200 83 800 35mm

3537HS* 40.0 152.0 2000 138 888 35mm

3547 45.0 171.0 1000 69 765 35mm

6747 48.0 182.4 2000 138 615 45mm

3547HS* 50.0 189.3 1500 103 850 35mm

6767 60.0 228.0 1200 83 520 45mm

SOLIDSHAFT,NICKELALUMINUM BRONZEMANIFOLD

*Intermittent duty cycle isdefined asoperating pumpat stated flow andpressurefor nomorethan 50%of time in anygivenhour.

Model 277

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT

281 3.0 11.4 1000 69 1330 16.5mm

291 3.5 13.3 1200 83 1200 16.5mm

331 4.0 15.2 1200 83 1070 16.5mm

431 5.0 19.0 1000 69 1040 16.5mm

621 6.0 22.8 1200 83 850 25mm
Model 6020 821 10.0 38.0 1000 69 940 25mm

1011 13.0 49.4 700 48 900 25mm

6041 40.0 152.0 1500 103 500 45mm

6021 60.0 228.0 1000 69 500 45mm

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT

280 3.0 11.4 1000 69 1330 16.5mm

290 3.5 13.3 1200 83 1200 16.5mm

333 4.0 15.2 1200 83 1070 16.5mm

430 5.0 19.0 1000 69 1040 16.5mm

323 5.0 19.0 1500 103 1000 20mm

623 6.0 22.8 1200 83 850 25mm

820 10.0 38.0 1000 69 940 25mm

390 12.0 45.4 600 41 1200 20mm

1010 13.0 49.4 700 48 900 25mm

2520* 25.0 95.0 800 55 772 30mm

6040 40.0 152.0 1500 103 500 45mm

6020 60.0 228.0 1000 69 500 45mm

*Available asamodel 2520Cwith flushed inlet manifold.

PISTON PUMPS,SOLID SHAFT,316 STAINLESS STEELMANIFOLD

Model 280

Model 6767
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FLUSHEDMANIFOLD

PUMPS

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT

67102C 100.0 378.5 1000 69 680 45mm

152R060C 115.0 437.0 1200 83 360 100mm

152R080C 200.0 760.0 1200 83 355 100mm

152R100C 240.0 912.0 1000 69 270 100mm

FLUSHEDMANIFOLD PUMPS,SOLID SHAFT,DUPLEXSTAINLESS STEELMANIFOLD

ModelnumbersendinginòCóindicate flushed castmanifold andòKòindicate flushed block manifold.

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT

341C 4.0 15.2 1800 124 1725 20mm

311C 4.0 15.2 2200 152 950 20mm

781K 4.7 17.9 5000 345 1750 24mm

351C 5.0 19.0 1500 103 1725 20mm

1051C 10.0 38.0 2200 152 958 30mm

661C 10.0 38.0 3000 207 1429 30mm

3501C 10.0 38.0 5000 345 915 35mm

7CP6171CCS 11.0 41.6 2000 138 1450 24mm

7CP6171CCS 12.0 45.0 1800 124 1600 24mm

7CP6111CCS 10.5 39.9 2000 138 1750 24mm

1051C 12.3 46.5 1800 124 1180 30mm

3511C 14.0 53.2 3000 207 800 35mm

6811K 15.0 57.0 5000 345 630 45mm

6801K 15.0 57.0 7000 483 630 45mm

1541C 19.3 73.0 1200 83 1180 30mm

2531C 25.0 95.0 1200 83 1025 30mm

3521C 25.0 95.0 2000 138 870 35mm

6821K 25.0 95.0 3000 207 615 45mm

3531C 36.0 136.2 1200 83 800 35mm

6831K 40.0 152.0 2300 159 625 45mm

3541C 45.0 171.0 1000 69 765 35mm

6841K 48.0 182.4 2000 138 615 45mm

6861K 60.0 228.0 1200 83 520 45mm

FLUSHEDMANIFOLD PUMPS,SOLID SHAFT,316 STAINLESS STEELMANIFOLD

Modelnumbersending inòCóindicate flushed castmanifold andòKòindicate flushed block manifold.

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT

1810K* 3.0 11.4 10000 689 1500 30mm

1530C 15.6 59.0 1500 103 1450 30mm

1540EC 19.3 73.0 1200 83 1180 30mm

2520C 25.0 95.0 800 55 772 30mm

3520C 25.0 95.0 2000 138 870 35mm

3570C 30.0 114.0 2500 172 1080 30mm

3535C 36.0 136.2 1200 83 800 35mm

FLUSHED MANIFOLDPUMPS,SOLIDSHAFT

Modelnumbersending inòCóindicate flushed castmanifold andòKòindicate flushed block manifold.

*17-4SSStainlessSteel Manifolds
Model 3520C

Model 781K

Model 1051C

Model 67102
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Triethylene Glycol(TEG)Pumps,240ÁF
HIGH -TEMPERATURE/TEG PUMPS,SOLID SHAFT, BRASSMANIFOLD

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT

3CP1130.44101 2.4 9.1 2200 152 1725 16.5mm

5CP3105CS.44101 2.5 9.5 3500 241 1750 20mm

3CP1140.44101 3.6 13.7 2200 152 1725 16.5mm

5CP2120W.44101 4.0 15.2 2500 172 950 20mm

5CP2140CS.44101 4.0 15.2 2500 172 1725 20mm
Model 3CP1120.44101 3CP1120.44101 4.2 16.0 2200 152 1725 16.5mm

5CP2150W.44101 5.0 19.0 2000 138 1725 20mm

5CP6120.44101 7.4 28.0 1500 103 1725 20mm

1050.44101 10.0 38.0 2200 152 958 30mm

1050.44101 12.3 46.5 1800 124 1180 30mm

1530.44101 15.6 59.0 1500 103 1450 30mm

1540E.44101 19.3 73.0 1200 83 1180 30mm

2510.44101 20.0 76.0 2000 138 1450 30mm

2530.44101 25.0 95.0 1200 83 1025 30mm

3535.44101 36.0 136.0 1200 83 800 35mm

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT

3CP1231.44101 2.3 8.7 2000 138 1725 16.5mm

3CP1241.44101 3.6 13.7 2000 138 1725 16.5mm

5CPQ6241.44101 4.0 15.2 2000 138 1725 20mm

3CP1221.44101 4.2 16.0 2000 138 1725 16.5mm

5CPQ6251.44101 5.0 19.0 2000 138 1725 20mm
Model 1050.44101 5CPQ6221.44101 6.0 22.8 2000 138 1400 20mm

5CPQ6221.44101 7.4 28.0 1500 103 1725 20MM

1051.44101 10.0 38.0 2200 152 958 30mm

3501.44101 10.0 38.0 5000 345 915 35mm

1051.44101 12.3 46.5 1800 124 1180 30mm

3517.44101* 14.0 53.0 3000 207 800 35mm

1531.44101 15.6 59.0 1500 103 1450 30mm

1541.44101 19.3 73.0 1200 83 1180 30mm

3521DHS.44101 25.0 95.0 2000 138 870 35mm

2531.44101 25.0 95.0 1200 83 1025 30mm

3531D.44101 36.0 136.2 1200 83 800 35mm
*Nickel Aluminum Bronze
Manifold

HIGH -TEMPERATURE/TEG PUMPS,SOLID SHAFT,316 STAINLESS STEELAND NICKEL ALUMINUM 

BRONZEMANIFOLD

HIGH-TEMPERATURE

PUMPS
.3400 SERIES,HIGH -TEMPERATUREAND INTERMITTENT RUN DRY

Theò.3400óSeriespumpsfeature specially blended sealsandV-packings,expandingpump operating 

performance to 190ÁF / 88ÁC. This modification also allows the pump to run intermittently dry 

without damaging the seals. Standard plunger pumps can be fitted with these specially blended 

seals.Ordering this configuration requires adding .3400 to pump basemodel. Forexample,

a310pump fitted with high temperature sealswill be 310.3400.Contact CatPumpsfor additional 

information.

Model 1051.3400
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WASHOUTRESISTANT

PUMPS

Liquid CO2 Pumps
Cat Pumpsliquid CO2 seriesof pumpsfeature modificationsto accommodate theunique properties  

of liquid CO2.Specialt-y sealsareused to handle low lubricity and low temperature that liquid CO2  

applications require. Pump manifolds are modified to allow higher inlet pressures and discharge 

pressures up to 7,000 psi (483 bar). Drive-end and manifold material combinations are available to 

coverawide flow rangeof flow from 0.34to 50gpm(1.3to 189.2lpm).

Cat Pumps offers full technical and engineering support to properly select pumps for the specific 

application. Pumpsareavailable in brassand 316stainlesssteel.Cat Pumpshasprovided liquid CO2  

pumping solutions for over 25years,working closely with researchfacilities, universities, equipment 

manufacturers andsite locations to designandprovide the bestsolutions. Pleasecontact CatPumps 

for additional information.

Model 1530RSCM.CO2

340B 4.0 15.2 1800 124 1725 20mm

310B 4.0 15.2 2200 152 950 20mm

5CP2120B 4.0 15.2 2500 172 950 20mm

5CP2140BCS 4.0 15.2 2500 172 1725 20mm

350B 5.0 19.0 1500 103 1725 20mm

5CP2150B 5.0 19.0 2000 138 1725 20mm

Model 310B

PUMPMODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

RPM SHAFT

BSERIES,SOLID SHAFT,SPECIAL BRASSMANIFOLD, VEHICLE WASH

Forward Rotation Oil Gauge

TECH TIP
Pump Rotation
Forward rotation (towardsthe

manifold) isrecommended to  

allow optimum lubrication of the  

crosshead area. If your installation 

doesnot allow for forward rotation,  

reverserotation isacceptable if

the crankcaseoil isabovethe red  

dot in the oil gauge.Thisindicates  

adequate lubrication.
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1CXSeriesCompact Misting Pumps
MODELNUMBER SELECTIONCHART
Pumpwith Electric Motor, 1250psiMaximumPressure

PUMP 
SERIE
S

FLOW 
(1750
RPM)

REGULATOR ASSEMBLEOPTION
MOTOR 
OPTION
*

PULSE
HOSE  
OPTION

1CX 013 =.13gpm

R=
Regulator  
Included

D =Pumpandmotor shipped
togetherðnot assembled

1 =8180 Blan k =No
Pulse  
Hose

025 =.25gpm 2 =8182

050 =.50

gpm

A =Pumpandmotor assembled

together

3 =8183 P=Pulse
Hose  
Included

5 =8186

Example: 1CX050RA2P= .5gpm,Regulator, Assembled,8182Motor, PulseHoseIncluded

*MotorOptions:

1. 8180ð¼hp, ODP,115/230V,60Hz,1ph, 1750rpm, 12inch leads

2. 8182ð½hp, ODP,115/230V,60Hz,1ph, 1750rpm, 12inch leads

3.8183ð½hp, ODP,115/230V,50Hz,1ph, 1450rpm, terminal box

5. 8186ð½hp, TEFC, 115/230V,60Hz,1ph, 1750rpm, terminal box

* HPCalculation(1CXSeriesonly):GPMxPSIö1060

NOTE:Without pulsehoseampdraw will increaseasmuchas2ampsdependinguponpumpmodel anddischargepressure.

1CXw/ Motor

ATEXPUMPS

3560 ATEX

Under the ATEXDirective, equipment isdesignatedby group, category andzone.CatPumps 

hasbeencertified asATEX2,which alsocoversATEX3requirements.

ATEX-certified high-pressurepumpswill be specially labeled andsupplied with asignedATEX 

Declaration of Conformity. Pumps will be numbered with the ò.ATEX2ó suffix added to the 

standard pump model number. Contact CatPumpsfor additional information.

Thefollowing pump seriescomply with the ATEXdirective for Group2,Category2,

andZones1and2.ThisGroup2 includes ZonesG(1&2)

Pump Series
Å3CP* Plunger Pumps

Å3 Frame* Plunger Pumps

Å5CP* Plunger Pumps

Å5 Frame* Plunger Pumps

Å7CP* Plunger Pumps

* Excludesmodelsequippedwithgearbox

Å7 Frame* Plunger Pumps

Å8 Frame* Plunger Pumps

Å15 FramePlunger Pumps

Å18 FramePlunger Pumps

Å25 FramePlunger Pumps

Å28 FramePlunger Pumps

Å35 FramePlunger Pumps

Å38 FramePlunger Pumps

Å60 FramePlunger Pumps

Å68 FramePlunger Pumps
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1XPSERIESPORTABLEEXTRACTOR

PUMPS

GPM MAXPSI PUMP 
ASSEMBL
Y

SFA HP

0.5 600 1XP050.031 0.40 600 1XP050.031

0.75 500 1XP075.031 0.60 500 1XP075.031

0.85 500 1XP085.031 0.70 500 1XP085.031

1 450 1XP100.031 4.0 1/3 0.80 450 1XP100.031 2.1 1/3

1.25 400 1XP125.031 1 400 1XP125.031

1.5 325 1XP150.031 1.2 325 1XP150.031

2 250 1XP200.031 1.70 250 1XP200.031

0.4 1000 1XP050.051 0.30 1000 1XP050.051

0.7 1000 1XP075.051 0.60 1000 1XP075.051

0.8 1000 1XP085.051 0.70 1000 1XP085.051

0.9 800 1XP100.051 8.0 ½ 0.75 800 1XP100.051 3.8 ½

1.2 800 1XP125.051 1 800 1XP125.051

1.5 600 1XP150.051 1.2 600 1XP150.051

2 450 1XP200.051 1.70 450 1XP200.051

0.9 1000 1XP100.071 0.75 1000 1XP100.071

1.1 1000 1XP125.071 0.90 1000 1XP125.071

1.4 800 1XP150.071 9.0 ¾ 1.20 800 1XP150.071 4.6 ¾

1.75 700 1XP180.071 1.50 700 1XP180.071

2 550 1XP200.071 1.70 550 1XP200.071

1.45 1000 1XP150.101 1.20 1000 1XP150.101

1.8 800 1XP180.101 12.6 1 1.40 800 1XP180.101 6.3 1

2 750 1XP200.101 1.70 750 1XP200.101

ACINDUCTIONMOTOR
60Hz,120V(1750rpm)

GPM MAXPSI
AMPS

(AT MAXPSI)
PUMP

ASSEMBLY  
ODPMOTOR

PUMP
ASSEMBLY  
TEFCMOTOR

GPM MAXPSI
AMPS

(AT MAXPSI)

PUMP
ASSEMBLY  
ODPMOTOR

0.5 600 4.0 1XP050.03DC 1XP050.03DCT 0.5 600 2.0 1XP050.03DC2

0.75 500 4.0 1XP075.03DC 1XP075.03DCT 0.75 500 2.0 1XP075.03DC2

0.85 400 4.0 1XP085.03DC 1XP085.03DCT 0.85 400 2.0 1XP085.03DC2

1 350 4.0 1XP100.03DC 1XP100.03DCT 1 350 2.0 1XP100.03DC2

1.25 300 4.0 1XP125.03DC 1XP125.03DCT 1.25 300 2.0 1XP125.03DC2

1.5 250 4.0 1XP150.03DC 1XP150.03DCT 1.5 250 2.0 1XP150.03DC2

2.3 150 4.0 1XP200.03DC 1XP200.03DCT 2.3 150 2.0 1XP200.03DC2

DCPERMANENTMAGNET
120Voltð1/3HPðODPand TEFCEnclosures

GPM MAXPSI PUMP 
ASSEMBL
Y

SFA HP

ACINDUCTIONMOTOR
50Hz,240V(1450rpm)

DCPERMANENTMAGNET
240Voltð1/3HPODP

1XPPump with ACInduction Motor
ÅLong service life

ÅDual-frequency for world-wideuse

ÅConstant torque

1XPPump with DCPermanent Magnet Motor
ÅLow amp draw

ÅCompact

ÅLighter weight
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Flow Range Upto88gpm Operation Manual or Automatic

PressureRange (up to24psi)

RPM

55ft. Head

3450rpm
MaximumTemperature

Continuous122ÁF

Intermit tent 140ÁF

DischargeFit ti ng 1¼", 1½"NPT(F) MaximumSolidsDiameter 3/8"

Horsepower 1/ 3, ½, ¾, 1, 1½HP Material 304StainlessSteel

1KSERIESïSUBMERSIBLESUMPPUMPS
Stainlesssteelsubmersiblesumppumpsoffer solutionsto pumpingsemi-dirty water or freshwater with 
suspendedsolidsup to3/8ó.

Flow Range Upto180gpm Operation Manual or Automatic

PressureRange (up to19.5psi)

RPM

46ft. Head

3450rpm
MaximumTemperature

Continuous104Á

F

Intermit tent 140ÁF

DischargeFit ti ng 2"NPT(F) MaximumSolidsDiameter 2"

Horsepower ½, 1, 1½, 2HP Material 304StainlessSteel

2KSERIESïSUBMERSIBLEPUMPS
Stainlesssteelsubmersiblepumpsoffer reliable pumpingof freshwater or industrial wastewater with 
suspendedsolidsup to2ó.

CENTRIFUGALPUMPS

Flow Range Upto90gpm DischargeFit ti ng 1"NPT(F)

PressureRange (upto63psi) 145ft. Head Shaft Seal MechType21

MinimumInlet Pressureto
Prime

Flooded Horsepower 1/ 3, ½, ¾, 1, 1½, 2, 3
HP

RPM 1725or 3450rpm MaximumTemperature 160ÁF

Inlet Fit ti ng 1¼", 1½"NPT(F) Material 304StainlessSteel

3K SERIESïEND-SUCTION CENTRIFUGAL PUMPS,SINGLE STAGE
Stainlesssteelend-suctioncentrifugal pumpsoffer dependableperformance andflexibility in moving high-
volume liquids at low pressure.Singlestagesoldaseither pumpkit or motorized unit.

Flow Range Upto66gpm DischargeFit ti ng 1"NPT(F)

PressureRange (upto106psi) 245ft. Head Shaft Seal MechType21

MinimumInlet Pressureto
Prime

Flooded Horsepower 2, 3, 5(IP55TEFC)

RPM 3450RPM MaximumTemperature 140ÁF

Inlet Fit ti ng 1¼", 1½"NPT(F) Material 304StainlessSteel

3K SERIESïEND-SUCTION CENTRIFUGAL PUMPS,TWOSTAGE(METRIC FRAME)
Stainlesssteelend-suctioncentrifugal pumpsoffer dependableperformance andflexibility in moving high-
volume liquids at low pressure.Soldasmotorized unit only.

Flow Range Upto66gpm DischargeFit ti ng 1"NPT(F)

PressureRange (upto106psi) 245ft. Head Shaft Seal MechType21

MinimumInlet Pressureto Prime Flooded Horsepower 2, 3, 5

RPM 3450RPM MaximumTemperature 140ÁF

Inlet Fit ti ng 1¼", 1½"NPT(F) Material 304StainlessSteel

3K SERIESïEND-SUCTION CENTRIFUGAL PUMPS,TWOSTAGE(NEMA FRAME)
Stainlesssteelend-suctioncentrifugal pumpsoffer dependableperformance andflexibility in movinghigh 
volume liquids at low pressure.Soldaseither pumpkit or motorized unit.
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CENTRIFUGALPUMPS

Flow Range Upto380gpm DischargeFit ti ngFlange ANSI150 lb.ð1¼", 1½",
2"

PressureRange (upto124psi) 286ft. Head Shaft Seal MechType21

MinimumInlet Pressureto

Prime

Flooded Horsepower
1, 1½, 2, 3, 5, 7½, 10,
15HP

RPM 1725or 3450rpm MaximumTemperature 160ÁF

Inlet Fit ti ngFlange ANSI 150 lb.ð2", 2½",
3"

Material 304StainlessSteel

4K SERIESïEND-SUCTION CENTRIFUGAL PUMPS,SINGLE STAGE
Sold aspump kit or motorized unit.

Flow Range Upto250gpm DischargeFit ti ng 2"NPT(F) (with
external  hosebarb)

PressureRange (upto28psi) 65ft. Head Shaft Seal MechType21

MinimumInlet PressuretoPrime Flooded Horsepower 1½, 2, 3

RPM 3450RPM MaximumTemperature 194ÁF

Inlet Fit ti ng 2", 2½"NPT(F) Material 304StainlessSteel

6K SERIESïOPENIMPELLER END-SUCTION CENTRIFUGAL PUMPS
Stainlesssteel openimpeller centrifugal pumpshandlessuspendedsolidsin liquid anddirty water, 
andhandlessolidsuptoĲó spherical. Soldasmotorized unit only.

Flow Range Upto18.5gpm DischargeFit ti ng 1"NPT(F)

PressureRange (upto82psi) 190ft. Head Shaft Seal MechType21

MaximumSuctionLift 25Feet Horsepower 1, 2HP

RPM 3450rpm MaximumTemperature 113ÁF

Inlet Fit ti ng 1¼"NPT(F) Material 304StainlessSteel

5K SERIESïSELFPRIMING CENTRIFUGAL PUMPS
Sold aspump kit or motorized unit.

Flow Range Upto390gpm DischargeFit ti ng 1¼"to4"ANSI

PressureRange (upto403psi) 930ft. Head Shaft Seal Mechanical - Sil icon
/  Carbide / Carbon
/ FPM

MinimumInlet Pressureto Prime Flooded Horsepower Range ½to50HP

RPM 3450RPM TemperatureRange Ĭ22ÁFto248ÁF

Inlet Fit ti ng 1¼"to4"ANSI Material 304or 316Stainless
Steel

8K SERIESïVERTICAL MULTIPLE STAGECENTRIFUGAL PUMPS
Stainlesssteelvertical multiple stagepumpsdesignedfor highvolume andhigh ft. headcleanor hot water 
applications. Soldasabarepumpor motorized unit (w/NEMAmotor sizes).
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CUSTOMPUMPING

SYSTEMS
YOUDEFINE. WEDESIGNANDDELIVER.

Custom-Engineeredto MeetYourApplication Demands
CatPumpsisanindustry leader in providing customerswith quality custom-engineered 

pumping systemsto meet awide rangeof application needs.Byselecting aCatPumps 

pumping system, customers eliminate the hassle and expense of designing, multiple 

source buying, fabricating and testing. Our knowledgeable and helpful technical sales 

team assists with proper component selection as well as installation, operation and 

maintenance support.

All systemsare designed,built andpressuretested to verify performance. Tobegin the

quoting process,contact usat (763)780-5440or submit the custom systemquote form

at catpumps.com.

With thousandsof installations running around the world, CatPumpsisthe supplier 

of choice for custompumping systems.

Call or go online to start your quot e today.
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CUSTOMPUMPING

SYSTEMS

System 
Configuration
With extensiveexperience building thousandsof systems,CatPumpscanhelp 

determine the best configuration for anyapplication.

Cat PumpsAdvanced  
Control Options

Base
Systemdesignstarts with choosingthe basethat best fits the application.

Numerousbaseconfigurations areavailable to meet space,portability, sound 

andmaterial demands.

ÅStandardÅVertically StackedÅPortable ÅEnclosedÅMultiple Pump

Power Source
Aqualified technical staff with extensiveexperience canassistin recommending

the correct product for any power source available.

ÅElectric ÅGasÅDiesel ÅHydraulic ÅPneumatic

Drive Package
Awide variety of drive packagesareavailable to complement anypower

source of choice.

ÅBelt ÅDirect Drive ÅGearboxÅFlexCoupling/Bell HousingÅClutch

Accessories
Choosefrom hundredsof high-quality genuineCatPumpsaccessories

for optimum systemperformance andlife.

ÅRegulator ÅUnloader ÅRelief / Pop-off ValveÅPressureGauge

ÅPulsationDampenerÅInlet Stabilizer ÅInlet Filter / Strainer ÅGunsÅOil

Askabout thewide varietyof advanced  

control optionsdesigned to provide  

maximum system performance aswell as  

maximum system protection.

Optionsinclude:

ÅVariableFrequency Drives(VFD)

ÅPIDLoop (variesspeed of pump to  

maintain system pressure)

ÅMultiple Pump Systems

ÅLow-PressureSealMonitors

ÅAuto Shutdowns(Temperature and  

Low Inlet Pressure)

Other control optionsareavailable  

upon request.
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ACCESSORIES

Demand Genuine Cat PumpsAccessories

Cat Pumpsoffers a wide range of high quality accessoriesadhering to the sameexacting standardsasour industry-leading pumps.

Everyaccessoryisperformance tested anddesignedto match eachpumpõsoperating specifications. BydemandinggenuineCatPumps

products, youreceive the best valueandlowest costof ownership over the life of the system.

Formaximum systemprotection, CatPumpsrecommendsthe useof a primary regulating device, secondarypressurerelief device,

and dischargepressuregauge. In addition to these systemcomponents, this catalog includes hundredsof other genuineCatPumps

accessories. Improvesystemperformance andprotect your pumping systeminvestment with the brand youcantrustñCatPumps.

Maximum System Performance

CatPumpsoffers awide rangeof high quality accessoriesadhering to the sameexacting standardsasour industry-leading pumps. 

Everyaccessoryisperformance tested anddesignedto match eachpumpõsoperating specifications. Bydemanding genuine

CatPumpsproducts, youreceive the best value and lowest costof ownership over the life of the system.Protect your pumping 

systeminvestment with the brand youcantrustñCatPumps.
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ACCESSORIES

Inlet Stabili zer

NOTE:Theseillustrations showthe basicelements for a typical installation of ahigh-pressurepiston or plunger pump. Not all components shown are required for 

all applications or systems. Proper system installation, routine lubrication, monitoring and maintenance of components are basic guarantees of optimum pump 

performance. CatPumpsdoesnot assumeanyliability or responsibility for the designor operation of acustomerõshigh-pressuresystem.

*Preferred mounting of the pulsation dampenerisdirectly on the dischargemanifold of the pump. Systemsusingapressureunloader require the pulsation 

dampener installed downstreamwhen the bypassisreturned to the inlet of the pump andaninlet pressureregulator or checkvalve isused.

Relief Valve

Typical Installation

1 Unloader

2 Regulator

3 Pop-Off Valve

4 Relief Valve

5 Pressure Gauge

6 Pulsation Dampener*

7 Inlet Filter

8 Inlet Pressure Regulator

9 Inlet Stabilizer

10 Thermal Valve

11 Oil Gauge/Drain Kit

12 Easy Start Valve

13 Throttle Controller

14 LPSMonitor

15 BypassHose

16 Shaft Protector

17 Oil Cap Protector

18 Rails

1

12

13

15

3

7
818

16

17

10

5

6
11

Regulato r

2

14

LPS Monito r

9

4
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DISCHARGE

ACCESSORIES

7001ð7033,7375,7376Series

Regulatorsexclusively from

Cat Pumpsfeature conical design  

delivering unmatched performance  

and life.

Features:

ÅConical design lowersminimum  

bypassflow from 10%ð5%,  

optimizing system performance

ÅVirtually eliminates cavitation

effectsacrosspiston and seat,

significantly extending life

ÅCompact in-line plumbing

ÅLow-pressure override provides  

smooth and stableoperation  

without chatter.

TECH TIP

MODEL FLOWRANGE
GPM LPM

PRESSURERANGE
PSI BAR

PORTS
INLET/DISCHARGE BYPASS

7001 0.5ð5 1.9ð19 100ð1000 6.9ð69 3/ 8"NPT(F) ½"NPT(F)

7002 0.5ð5 1.9ð19 500ð2000 35ð138 3/ 8"NPT(F) ½"NPT(F)

7003 0.5ð5 1.9ð19 1500ð3000 103ð207 3/ 8"NPT(F) ½"NPT(F)

7011 1.0ð10 3.8ð38 100ð1000 6.9ð69 ½"NPT(F) ¾"NPT(F)

7012 1.0ð10 3.8ð38 500ð2000 35ð138 ½"NPT(F) ¾"NPT(F)

7013 1.0ð10 3.8ð38 1500ð3000 103ð207 ½"NPT(F) ¾"NPT(F)

7014 1.0ð10 3.8ð38 2000ð4000 138ð275 ½"NPT(F) ¾"NPT(F)

7021 2.5ð25 9.5ð95 100ð1000 6.9ð69 ¾"NPT(F) 1"NPT(F)

7022 2.5ð25 9.5ð95 500ð2000 35ð138 ¾"NPT(F) 1"NPT(F)

7023 2.5ð25 9.5ð95 1500ð3000 103ð207 ¾"NPT(F) 1"NPT(F)

7024 2.5ð25 9.5ð95 2000ð4000 136ð275 ¾"NPT(F) 1"NPT(F)

7031 3.5ð35 13.2ð132 250ð1000 18ð69 ¾"NPT(F) 1"NPT(F)

7032 3.5ð35 13.2ð132 1000ð2000 69ð138 ¾"NPT(F) 1"NPT(F)

7033 3.5ð35 13.2ð132 1500ð3000 103ð207 ¾"NPT(F) 1"NPT(F)

Primary Pressure Control
CPCPressureRegulators

ÅCat Pumpsmanufactured product.

ÅTypically usedfor multiple pump, nozzleandgunapplications.

ÅConicaldesignlowers minimum required bypassflow andeliminates cavitation effects, 
extending performance life.

STEELNICKELPLATEDMODELS,FLOWTHROUGH

Piston and Seat are316 StainlessSteel

MODEL FLOWRANGE
GPM LPM

PRESSURERANGE
PSI BAR

PORTS
INLET/DISCHARGE BYPASS

7001.100 0.5ð5 1.9ð19 100ð1000 6.9ð69 3/ 8"NPT(F) ½"NPT(F)

7002.100 0.5ð5 1.9ð19 500ð2000 35ð138 3/ 8"NPT(F) ½"NPT(F)

7003.100 0.5ð5 1.9ð19 1500ð3000 103ð207 3/ 8"NPT(F) ½"NPT(F)

7011.100 1.0ð10 3.8ð38 100ð1000 6.9ð69 ½"NPT(F) ¾"NPT(F)

7012.100 1.0ð10 3.8ð38 500ð2000 35ð138 ½"NPT(F) ¾"NPT(F)

7013.100 1.0ð10 3.8ð38 1500ð3000 105ð207 ½"NPT(F) ¾"NPT(F)

7014.100 1.0ð10 3.8ð38 2000ð4000 138ð275 ½"NPT(F) ¾"NPT(F)

7720 0.5ð10 1.9ð38 2000ð10000 138ð689 ¼"NPT(F) 3/ 8"NPT(F)

7021.100 2.5ð25 9.5ð95 100ð1000 6.9ð69 ¾"NPT(F) 1"NPT(F)

7022.100 2.5ð25 9.5ð95 500ð2000 35ð138 ¾"NPT(F) 1"NPT(F)

7023.100 2.5ð25 9.5ð95 1500ð3000 103ð207 ¾"NPT(F) 1"NPT(F)

7024.100 2.5ð25 9.5ð95 2000ð4000 138ð275 ¾"NPT(F) 1"NPT(F)

7031.100 3.5ð35 13.2ð132 250ð1000 18ð69 ¾"NPT(F) 1"NPT(F)

7032.100 3.5ð35 13.2ð132 1000ð2000 69ð138 ¾"NPT(F) 1"NPT(F)

7033.100 3.5ð35 13.2ð132 1500ð3000 103ð207 ¾"NPT(F) 1"NPT(F)

7375 10ð75 38ð284 100ð1000 6.9ð69 1¼"NPT(F) 1½"NPT(F)

7376 10ð75 38ð284 500ð2000 35ð138 1¼"NPT(F) 1½"NPT(F)

7410 10ð100 38ð378 100ð1500 6.9ð103 1½"NPT(F) 2"NPT(F)

316 STAINLESSSTEELMODELS,FLOWTHROUGH

Piston and Seat are316 StainlessSteel

MODEL FLOWRANGE
GPM LPM

PRESSURERANGE
PSI BAR

PORTS
INLET/DISCHARGE BYPASS

7350 1.0ð12 3.8ð45 400ð1500 25ð103 ¼"NPT(F) 3/ 8"NPT(F)

7366 1.0ð12 3.8ð45 3000ð6000 207ð414 ½"NPT(F) ¾"NPT(F)

7361 10ð60 38ð228 400ð1000 25ð69 1"NPT(F) 1¼"NPT(F)

7363 10ð60 38ð228 600ð1800 40ð125 1"NPT(F) 1¼"NPT(F)

316 STAINLESSSTEELMODELS,TEEMOUNT

7001 7366

7410
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DISCHARGE

ACCESSORIES

MODEL FLOWRANGE
GPM LPM

PRESSURERANGE
PSI BAR

PORTS
INLET/DISCHARGE BYPASS

7500S 0.5ð6.0 1.9ð23 100ð2000 6.9ð138 3/ 8"NPT(M) 3/ 8"NPT(F)

7581 0.5ð6.5 1.9ð25 230ð2300 16ð158 3/ 8"NPT(M) 3/ 8"NPT(F)

7582 0.5ð8.0 1.9ð30 100ð1000 6.9ð69 3/ 8"NPT(M) 3/ 8"NPT(F)

7583 0.5ð8.0 1.9ð30 250ð2000 18ð138 3/ 8"NPT(M) 3/ 8"NPT(F)

7620 0.5ð8.0 1.9ð30 100ð3200 6.9ð220 3/ 8"BSP(M)/ BSP(F) 3/ 8"BSP(F)

7693 2.5ð10.5 9.5ð40 230ð2300 16ð158 3/ 8"NPT(F) 3/ 8"NPT(F)

7694 2.5ð10.5 9.5ð40 400ð4050 28ð280 3/ 8"NPT(F) 3/ 8"NPT(F)

7630 2.0ð10.5 8ð40 400ð5100 28ð350 3/ 8"NPT(M)/ BSP(F) ½"NPT(F)

7537 1.0ð21 3.8ð80 230ð2600 16ð179 ½"NPT(F) ½"NPT(F)

7542 1.0ð21 3.8ð80 800ð4000 55ð275 ½"NPT(F) ½"NPT(F)

7590 10ð52 38ð200 400ð2175 28ð150 1"NPT(F) 1"NPT(F)

7592 10ð52 38ð200 450ð2500 31ð175 1"NPT(F) 1"NPT(F)

7593 10ð52 38ð200 750ð4050 51ð280 1"BSPP(G) 1"BSPP(G)

9950 50ð120 190ð456 100ð2900 6.9ð200 1¼"BSP(F) 1½"BSP(F)

Primary Pressure Control
Unloaders,Trapped Pressure

ÅTypically usedwith trigger gunapplications.

ÅReducesload on pump and motor when in bypass.

ÅEasily converted into arelief valve.

BRASSMODELS

MODEL FLOWRANGE
GPM LPM

PRESSURERANGE
PSI BAR

PORTS
INLET/DISCHARGE BYPASS

7501** 0.5ð6.0 1.9ð23 100ð2000 6.9ð138 3/ 8"NPT(M) 3/ 8"NPT(F)

9970* 0ð15.9 0ð60 1160ð11600 80ð800 ½"BSPP(G) ½"BSPP(G)

7531* 1.0ð21 3.8ð80 400ð2200 28ð155 ½"NPT(F) ½"NPT(F)

7533* 1.0ð21 3.8ð80 800ð4000 55ð275 ½"NPT(F) ½"NPT(F)

7536* 1.0ð21 3.8ð80 3000ð6000 207ð414 ½"NPT(F) ½"NPT(F)

* 304StainlessSteel ** 316StainlessSteel

MODEL FLOWRANGE
GPM LPM

PRESSURERANGE
PSI BAR

PORTS
INLET/DISCHARGE BYPASS

BRASS,MODULAR, BUILT IN BYPASS,3CPAND 5CPSERIES
Pressure-Sensitive

Modular/3CP,5CP7850 0.5ð6.0 1.9ð23 100ð4000 6.9ð275 ½"NPT(F)/ 3/8"NPT(M)

* Thisunloader will not work onmodels5CP4120,5CP6120,5CP6180CSSand5CP6190pumps.

STAINLESSSTEELMODELS

7537
7501

7694

CHECK OUT
Regulator Relief vs.Unloader  

ValveProduct Compa rison

Thisproduct comparisonvideooffers 

an in-depth lookat oneof ourmost  

common inquiriesðthe difference  

between apressureregulator and  

pressureregulating unloader valve.

www.youtube.com/CatPumps1968

Inlet

440

Discharge

441

444
446

460

443

Inlet  

Bypass

Remove

Converted Relief Valve PNsUnloader PN

7537

Modifications

Removeparts  
441,443,444

7537.100(NBRSeals) 7537.1110 (FPMSeals)

TECH TIP
REGULATING UNLOADER TORELIEF VALVECONVERSION

Pressure-SensitiveRegulatingUnloadersaretypically usedasaprimary pressureregulating 
device. Theycanbe converted to aReliefValveto beusedasasecondarypressurerelief 
deviceby removing the dischargecheckvalve,O-ring andspring.

Example:

http://www.youtube.com/CatPumps1968
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DISCHARGE

ACCESSORIES

MODEL FLOWRANGE
GPM LPM

PRESSURERANGE
PSI BAR

PORTS
INLET/DISCHARGE BYPASS

7189 0.5ð6.6 1.9ð24.9 100ð650 6.9ð45 3/ 8"NPT(F) 3/ 8"NPT(F)

7190 0ð6.5 0ð24.6 400ð5000 28ð345 3/ 8"BSP(F) 3/ 8"BSP(F)

Primary or Secondary Pressure Control
Pressure Relief Valves

ÅHeavy duty;conveniently mountsdirectly into discharge line.

ÅWidepressureandflow rangemodelsavailable.

BRASSMODELS

316 STAINLESSSTEELMODELS,FLOWTHROUGH

7595

890700

7036 MODEL FLOW
GPM

RANGE
LPM

PRESSUR
PSI

ERANGE
BAR

PORT
INLET/DISCHARGE

S
BYPASS

7034 0ð21 0ð80 400ð2200 28ð155 ½"NPT(F) ½"NPT(F)

7036 0ð21 0ð80 800ð4000 55ð275 ½"NPT(F) ½"NPT(F)

7037 0ð21 0ð80 3000ð5700 207ð400 ½"NPT(F) ½"NPT(F)

890718 10ð50 38ð189 1000ð8000 69ð550 2"NPT(M) 2"NPT(F)

890709 20ð60 76ð227 1500ð4000 103ð275 2"NPT(F) 2"NPT(M)

890731 15ð75 56ð284 100ð400 6.9ð28 2"NPT(F) 2"NPT(M)

890700 30ð180 114ð680 1000ð3000 69ð207 2"NPT(F) 2"NPT(M)

890702 25ð210 95ð795 500ð2000 35ð138 2"NPT(F) 2"NPT(M)

890706 15ð260 57ð984 250ð1000 17ð69 2"NPT(F) 2"NPT(M)

890704 45ð320 170ð1211 500ð2000 35ð138 2"NPT(F) 2"NPT(M)

Note:All trapped pressureunloaderscanbeconfigured asarelief valve, seepage25.

BRASSMODELS,TEEMOUNT

MODEL FLOWRANGE
GPM LPM

PRESSURERANGE
PSI BAR

PORTS
INLET/DISCHARGE BYPASS

7084* 1.0ð3.5 3.8ð13 100ð600 6.9ð41 ¼"BSP(M) 1/ 8"BSP(F)

7085* 1.0ð3.5 3.8ð13 205ð2300 14ð158 ¼"BSP(M) 1/ 8"BSP(F)

7561 0ð4.0 0ð15.1 100ð1250 6.9ð86 ¼"NPT(M)/ NPT(F) ¼"NPT(F)

7080 2.8ð7.8 9.5ð30 150ð1450 10ð100 3/ 8"NPT(F) 3/ 8"NPT(F)

7082 2.8ð7.8 9.5ð30 850ð3575 59ð246 3/ 8"NPT(F) 3/ 8"NPT(F)

997304 0ð20 0ð75.7 0ð300 0ð20 ½"NPT(M) ½"NPT(F)

7196 0ð21 0ð80 100ð7250 6.9ð500 ½"BSP(F) 3/ 8"BSP(F)

7595 1.0ð53 3.8ð200 260ð2600 18ð180 ¾"NPT(F) ½"NPT(F)

* Model7084C&7085Cavailable with handles
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DISCHARGE

ACCESSORIES

Prim ary and Secondary Relief
CatPumpsalwaysrecommendseachhigh-pressurepumping systemto be equipped with aprimary andsecondarysafety 

relief device asasafeguardagainstover pressurization. Either apressureregulator or pressureregulating unloader canbe 

usedasaprimary relief device, but apressurerelief or pop-off valveshouldalwaysbe included when designingasystem. 

Thisisaneconomical alternative to protect asystemfrom failure that candamageexpensivesystemcomponentsandlead 

to costly downtime.

T
E

C
H

T
IP

MODEL MAXFLOW
GPM LPM

PRESSURERANGE
PSI BAR

MAXRELIEFSETTING
PSI BAR

PORTS
INLET/DISCHARGE BYPASS

Secondary Pressure Control
Pop-Off Valves

ÅOpenswhensystemexceedspreset pressure.

ÅLightweight, compact designquickly andconveniently mounts directly into dischargeline.

ÅUltracompact modelsfor portablesystems.

BRASSMODELS

* High-temperaturemodelsup to240ÁF(115ÁC)

316 STAINLESSSTEELMODELS

30960 6.0 23 300ð1500 20ð103 1650 114 ¼"NPT(M) ¾"Barb

33960 6.0 23 300ð1500 20ð103 1650 114 3/ 8"NPT(M) ¾"Barb

33960S* 6.0 23 300ð1500 20ð103 1650 114 3/ 8"NPT(M) ¾"Barb

30961 6.0 23 1000ð3000 69ð207 3300 228 ¼"NPT(M) ¾"Barb 30961

33961 6.0 23 1000ð4000 69ð275 4400 303 ¼"NPT(M) ¾"Barb

33961S* 6.0 23 1000ð4000 69ð275 4400 303 ¼"NPT(M) ¾"Barb

33962 6.0 23 1000ð4000 69ð275 4400 303 3/ 8"NPT(M) ¾"Barb

33962S* 6.0 23 1000ð4000 69ð275 4400 303 3/ 8"NPT(M) ¾"Barb

9940 25 95 1000ð4000 69ð275 4400 303 ¾"NPT(M) 1"Barb

MODEL MAXFLOW
GPM LPM

PRESSURERANGE
PSI BAR

MAXRELIEFSETTING
PSI BAR

PORTS
INLET/DISCHARGE BYPASS

9960 6.0 23 300ð1500 20ð103 1650 114 ¼"NPT(M) ¾"Barb

9960S* 6.0 23 300ð1500 20ð103 1650 114 ¼"NPT(M) ¾"Barb

9961 6.0 23 1000ð3000 69ð207 3300 228 ¼"NPT(M) ¾"Barb

9961S* 6.0 23 1000ð3000 69ð207 3300 228 ¼"NPT(M) ¾"Barb

9962 6.0 23 1000ð4000 69ð275 4400 308 ¼"NPT(M) ¾"Barb

9962S* 6.0 23 1000ð4000 69ð275 4400 308 ¼"NPT(M) ¾"Barb

997587 15 57 1500ð10000 105ð689 11000 758 ½"NPT(F) 1"NPT(F)

9941 25 95 1000ð4000 69ð275 4400 303 ¾"NPT(M) 1"Barb

890711 50 189 1000ð6000 69ð414 7500 517 1"NPT(M) 1"NPT(F)

890710 100 378 300ð1500 20ð103 1875 129 1"NPT(M) 1"NPT(F)

890714** 100 378 300ð1500 20ð103 1875 129 1"NPT(M) 1"NPT(F)

890715 100 378 1000ð8000 69ð550 10000 689 2"NPT(M) 2"NPT(F)

890712 115 435 500ð3000 35ð207 3750 258 1"NPT(M) 1"NPT(F)

890703 135 511 400ð1500 28ð103 1875 129 2"NPT(M) 2"NPT(F)

890713 210 795 800ð4000 55ð275 5000 345 2"NPT(M) 2"NPT(F)

* High-temperature modelsupto 240ÁF(115ÁC) **NBRO-Rings

RUPTUREDISCASSEMBLY

9962

890711

MODEL MAXFLOW
GPM LPM

MAXRELIEFSETTING
PSI BAR

PORTS
INLET RELIEF

9921 20 76 10000 689 3/8"NTP(M) 3/ 8"NPT(F)

9920 20 76 15000 1034 3/ 8"NPT(M) 3/ 8"NPT(F)
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MODEL PRESSURERANGE
PSI BAR

MAXIMUM

TEMPERATURE
(ÁF) (ÁC)

PORT

S  

INLET

Pressure Gauges
Accurately monitorspump outl et pressure.

ÅGlycerine-filled for consistent andaccurate pressurereadings.

ÅSealedstainlesssteel caseeliminates corrosion risk.

MODEL MODELSUSED PORT MATERIAL
35759 1DX, 2DX, 3DX ¼"NPT(F) BB

35761 2DX, 3DX 3/ 8"NPT(F) BB

134670 3DNX, 3SP, 3SPX, 4DX, 4DNX, 4SP,
4SPX, 5SP

¼"NPT(F) BB

35758 66DXSeries 3/ 8"NPT(F) BB

998954 3CPSeries, 310ð350, 5CP2100Series 3/ 8"NPT(F) BB

34549 45, 5CP3105ð3160CSS, 5CP5120ð
5CP5140

3/ 8"NPT(F) BB

45939T 56ð60 3/ 8"NPT(F) BB

34447 7PFR, 15PFR, 5CP6120, 5CP6180CSS,
7CP

3/ 8"NPT(F) BB

43848 1530, 1530C, 1730 ½"NPT(F) FBB

76795 3507, 3517 ¼"NPT(F) NAB

997878 3560 ¼"NPT(F) BB

76678 3527, 3537, 3547, 3570, 3570C, 3570S ¼"NPT(F) NAB

76461 6760, 6775 ¼"NPT(F) NABC

ValvePlug Adapters
Used to add an accessory to dischar geport

ÅReplacesonetop valveplug with aported valve plug to addapressuregauge,pop-off valve 
or other accessory.

ÅEliminatestheneed for additional plumbing on thedischargeport.

MODELS MATERIAL MAXIMUM
PSI BAR

PORT

990469 Brass 2000 138 ½"NPT(F) x½"NPT(F)
34380 Brass 4000 275 3/ 8"NPT(F) x3/ 8"NPT(F)

34381 Steel 10000 689 ½"NPT(F) x½"NPT(F)

Quick Disconnect Assemblies
Used to connect dischar gehoseto dischar gehose.

ÅStraight-through flow design.

DISCHARGEACCESSORIES

6096

BRASSMODELS (BRASSFITTINGANDBOURDONTUBE,304SSCASE)

6091 0ð1000 0ð69 160 71 ¼"NPT(M)

6092** 0ð1000 0ð69 160 71 ¼"NPT(M)

6086 0ð1500 0ð103 140 60 ¼"NPT(M)

6094** 0ð1500 0ð103 140 60 1/ 8"NPT(M)

6097 6088 0ð3000 0ð207 140 60 ¼"NPT(M)

6096** 0ð3000 0ð207 140 60 1/ 8"NPT(M)

6089 0ð6000 0ð415 140 60 ¼"NPT(M)

STAINLESS STEELMODELS (316SSFITTINGANDBOURDONTUBE,304SSCASE)

6069 0ð600 0ð41 200 93 ¼"NPT(M)

6071 0ð1500 0ð103 300 149 ¼"NPT(M)

6085 0ð1500 0ð103 140 60 ¼"NPT(M)

6073 0ð3000 0ð207 300 149 ¼"NPT(M)

6097 0ð3000 0ð207 140 60 ¼"NPT(M)

6127 0ð4000 0ð275 140 60 ½"NPT(M)

6076 0ð6000 0ð415 300 149 ¼"NPT(M)

6087 0ð6000 0ð415 140 60 ¼"NPT(M)

6081* 0ð20000 0ð1379 212 100 ½"NPT(M)

* Black polyester
case

**Back Mount

34549

34380

6088
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DISCHARGEACCESSORIES

Pulsation DampenerBenefits:
ÅProducessmooth,consistent flow

ÅProtectsdownstream components  

(e.g.,regulator,unloader,relief valve)

ÅReduceswater hammer

ÅImproved performanceat low rpm

TECH TIP
Dueto thedesign of positive  

displacement pumps,small pressure  

spikesarecaused during eachrotation.  

In certain operations, thesespikescan  

cause accelerated wear or damage to 

thepump or downstream components.  

Theinstallation of apulsation dampener  

is the best practice to reduce pressure 

fluctuations.

Model 1530w/o PulsationDampener

1.75

1.50

1.25

Min.Pressure=1275psi Max.Pressure=1652psi

OP.Pressure=1500psi PressureRange=377

Model 1530w/ PulsationDampener

1.75

1.50

1.25

Min.Pressure=1421psi Max.Pressure=1543psi

OP.Pressure=1500psi PressureRange=122

MODEL MAXIMUM

FLOW
GPM LPM

PRESSURE

RANGE
PSI BAR

BLADDER 
MATERIA
L

VOLUME
CUBIC

INCHES

PRECHARGE
PSI

POR
T  
INLE
T

6029 15 57 100ð3000 6.9ð207 NBR 10 450 ½"NPT(M)

6030 15 57 100ð3000 6.9ð207 FPM 10 450 ½"NPT(M)

6011* 25 95 100ð7200 6.9ð500 NBR 15 2000 ½"NPT(F)

6018 40 151 100ð3000 6.9ð207 NBR 45 450 1"NPT(M)

6022 70 265 100ð1500 6.9ð103 NBR 120 450 1¼"NPT(M)

6026 15 57 300ð600 20ð41 NBR 10 250 ½"NPT(M)

6028 15 57 600ð1000 41ð69 NBR 10 450 ½"NPT(M)

316 STAIN LESSSTEEL, RECHARGEABLE

6032 10 37.8 100ð10000 6.9ð689 NBR 15 6000 ½"NPT(F)

6031 15 57 100ð2400 6.9ð168 NBR 10 450 ½"NPT(M)

6014 25 95 100ð2400 6.9ð168 NBR 20 450 ¾"NPT(M)

6016 40 151 100ð2000 6.9ð138 NBR 45 450 1"NPT(M)

6013 40 151 100ð2000 6.9ð138 FPM 45 450 1"NPT(M)

6015 70 265 100ð1500 6.9ð103 NBR 120 450 1¼"NPT(M)

316 STAINLESS STEEL,RECHARGEABLEAND REBUILDABLE

701501 15 57 100ð4300 6.9ð296 NBR 6 N/A ½"NPT(F)

701521 15 57 100ð4300 6.9ð296 EPDM 6 N/A ½"NPT(F)

701541 15 57 100ð4300 6.9ð296 FPM 6 N/A ½"NPT(F)

701520 15 57 100ð8300 6.9ð572 NBR 6 N/A ½"NPT(F)

701535 15 57 100ð8300 6.9ð572 FPM 6 N/A ½"NPT(F)

701502 25 95 100ð3800 6.9ð265 NBR 15 N/A ½"NPT(F)

701542 25 95 100ð3800 6.9ð265 FPM 15 N/A ½"NPT(F)

701522 25 95 100ð3800 6.9ð265 EPDM 15 N/A ½"NPT(F)

701507 25 95 100ð7100 6.9ð490 NBR 15 N/A ½"NPT(F)

701537 25 95 100ð7100 6.9ð490 FPM 15 N/A ½"NPT(F)

701527 25 95 100ð7100 6.9ð490 EPDM 15 N/A ½"NPT(F)

701610 25 95 100ð10,000 6.9ð689 NBR 15 N/A ½"NPT(F)

701503 75 284 100ð3000 6.9ð207 NBR 30 N/A 1"NPT(F)

701543 75 284 100ð3000 6.9ð207 FPM 30 N/A 1"NPT(F)

701523 75 284 100ð3000 6.9ð207 EPDM 30 N/A 1"NPT(F)

701550 100 378 100ð3365 6.9ð232 NBR 122 N/A 1½"NPT(F)

701555 100 378 100ð6350 6.9ð438 NBR 60 N/A 1"NPT(F)

701557 320 1211 100ð1275 6.9ð88 NBR 214 N/A 1½"NPT(F)

Pulsation Dampeners
Used when asmooth output flow and pressure are required.

ÅPressurizedbladder absorbsimpact from pressurespikes,providing smoother flow.

ÅMostmodelsarefield repairable andrechargeable.

CARBONSTEEL(UPPERBODY), 316 STAINLESS STEEL(LOWER BODY) RECHARGEABLE

* CarbonSteel upperand lowerbody

CARBONSTEEL,SEALED

Pulsation Dampener Ordering Information
Foroptimal performance, pulsation dampener precharge shouldbe setaccordingly:

ÅRechargeable (6011ð6031)should be preset at 50%of the operating pressure

ÅRebuildable (701501ð701610)shouldbe preset to 75%of the operating pressure

Tochangethe preset precharge, add a.800 to the part number andspecify 

precharge pressure.

6029
6018

701502
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INLETACCESSORIES

MODEL SUCTION/ PRESSURIZED

FLOW
GPM LPM

SCREEN
MESH MATERIAL

PORTS
INLET DISCHARGE

WHIT ENYLON BODY

7104* 6/10 23/38 80 S ½"NPT(F) ½"NPT(F)

7105* 15/20 57/76 80 S ¾"NPT(F) ¾"NPT(F)

7106* 20/25 76/95 80 S 1"NPT(F) 1"NPT(F)

7107* 35/50 133/189 80 S 1¼"NPT(F) 1¼"NPT(F)

7108* 60/75 227/284 80 S 1½"NPT(F) 1½"NPT(F)

CLEAR NYLON BODY

7104.4* 6/10 23/38 80 S ½"NPT(F) ½"NPT(F)

7105.5* 15/20 57/76 80 S ¾"NPT(F) ¾"NPT(F)

7106.6* 20/25 76/95 80 S 1"NPT(F) 1"NPT(F)

7107.7* 35/50 133/189 80 S 1¼"NPT(F) 1¼"NPT(F)

7108.8* 60/75 227/284 80 S 1½"NPT(F) 1½"NPT(F)

POLYPROPYLENEBODY (Y-INLINE)

7109 100/150 378/567 80 SS 2"NPT(F) 2"NPT(F)

WHIT ENYLON BODY (MICRO)

7203 10gpmmax 38 80 S ½"NPT(M) ½"NPT(M)

7204 10gpmmax 38 80 S ½"NPT(F) ½"NPT(F)

CLEAR NYLON BODY (MICRO)

7203.3 10gpmmax 38 80 S ½"NPT(M) ½"NPT(M)

7204.4 10gpmmax 38 80 S ½"NPT(F) ½"NPT(F)

REINFORCEDCOMPOSITE BODY (W/ BRASSTHREADEDPORTS,¼"BSP(F)AUXILIARYPORT)

32738 8gpmmax 30 50 SS ½"BSP(F) ½"BSP(M)

32748 8gpmmax 30 50 SS ½"BSP(F) ½"BSP(F)

Filters
Used to filter solid particulates in water.

ÅFlow from inside-to-outside allows sediment to collect inside the removable filter screen.

ÅRemovablebowl permitseasy cleaning without removing filter or plumbing.

S= 304Stainlesssteel, SS= 316Stainlesssteel Optional Meshsizesavailable

* Forsuctionapplications refer to DataSheetsfor inlet pressurelossesvs.flow to prevent cavitation.

Inlet Pressure Gauges
Accurately monitorspump inl et pressure.

ÅGlycerine-filled for consistent andaccurate pressurereadings.

ÅSealedstainlesssteel caseeliminates corrosion risk.

MODEL MAXIMUM

PRESSURE
PSI BAR

TEMPERATURE

RANGE
(ÁF) (ÁC)

PORTS
INLET

6082 100 6.9 30-160 -1.1ð71 ¼"NPT(M) Bottom

997901 400 28 0-150 -17ð65 ¼"NPT(M) Bottom

STAINLESS STEELMODELS (316SSFITTINGANDBOURDONTUBE,304SSCASE)

997068* 160 11 -4ð140 -20ð60 ¼"NPT(M) Bottom

997336 160 11 0ð140 -17ð60 ¼"NPT(M) Panel Mount

994063* 400 28 0ð210 -17ð98 ½"NPT(M) Bottom

BRASSMODELS (BRASSFITTINGANDBOURDONTUBE,304SSCASE)

* Blackpolyestercase

Note: Maximuminlet pressureis70psionmostpumps.Reviewpumpdatasheet.

7203

7107

7107.7

997068
997901
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INLETACCESSORIES

MODEL MAXIMUMFLOW
GPM LPM

INLET PRESSURERANGE
PSI BAR

PORTS
ADAPTERSIZESAVAILABLE

711500 15 57 2.0ð50 0.1ð3.5 ½", ¾", 1", 1¼", 1½"

714500 45 170 2.0ð50 0.1ð3.5 1", 1¼", 1½", 2", 2½"

717500 75 284 2.0ð50 0.1ð3.5 2", 2½"

Inlet Stabili zers
Used to maintain consistent inl et pressure.

ÅEliminates cavitation andpotentially damagingsurgesandhydraulic spikes.

ÅCompact, easyinstallation with matching adapter assemblies.

STAINLESSSTEEL

719500 320 1211 2.0ð60 0.1ð4.1
6"XANSI150,6"

R150SeriesFlange

FITTINGSIZE
711500

INLET STABILIZERS
714500 717500 719500

STRAIGHTADAPTER FITTINGS
½"NPT(M) 711502

¾"NPT(M) 711503 701818

1"NPT(M) 711504 714504

1¼"NPT(M) 711505 714505

1½"NPT(M) 711506 714506

2"NPT(M) 714508 717508

2½"NPT(M) 717510

ELBOW ADAPTER FI TTIN GS

1½" 701818

2½" 701828

3" 701833

6" 719529

MODEL MAXIMUMFLOW
GPM LPM

INLET PRESSURE
PSI BAR

OUTLET

PRESSURE
PSI BAR

PORTS
INLET OUTLET

BRASSïNONADJUSTABLE

7069 10 38 40ð200 3ð14 30ð45 2ð3 ¾"FGH ¾"MGH

7071 10 38 40ð200 3ð14 30ð45 2ð3 ¾"FGH ½"NPT(F)

STAIN LESSSTEELïADJUSTABLE

7SS075 0ð12 0ð45 350 24 15ð85 1.03ð5.86 ¾"NPT(F) ¾"NPT(F)

7SS100 0ð20 0ð76 350 24 15ð85 1.03ð5.86 1"NPT(F) 1"NPT(F)

7SS150 0ð50 0ð189 350 24 15ð85 1.03ð5.86 1½"NPT(F)1½"NPT(F)

7SS200 0ð75 0ð284 350 24 15ð85 1.03ð5.86 2"NPT(F) 2"NPT(F)

Inlet Pressure Regulators
Used to set and maintain consistent pressure at pump inlet.

ÅConvenient, compact in-line installation.

ÅAdjustable andnon-adjustable modelsavailable.

ÅImprovespump performance.

7071 7069

711504

711500

7SS100

MODEL FLOWRANGE
GPM LPM

RELIEFPRESSURE
PSI BAR

PORTS
INLET BYPASS

Inlet Pressure Relief Valves
Protects the inlet line from overpressurization.

ÅSimplepreset designto protect from excessiveinlet pressureor pressurespikes.

ÅBuilt for convenient compact installation.

0ð37.8 125 8.6 ½"NPT(M) ½"NPT(F)

BRASS

7420 0ð10

STAINLESSSTEEL

7421 0ð10 0ð37.8 75 5.2 ½"NPT(M) ½"NPT(F)

7420

7421
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MODEL TEMPERATURE
FÁ

PORTS
INLET BLEED

MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

BRASS MODELS

7140 145 ¼"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

7141 145 3/ 8"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

7142 145 ½"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

7143 165 ¼"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

7144 165 3/ 8"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

7145 165 ½"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

7146 130 ¼"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

7170 180 ¼"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

7171 180 3/ 8"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

7172 180 ½"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

7175 190 ¼"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

7176 190 3/ 8"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

7177 190 ½"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

BRASS-MI CRO MODELS

7116 145 3/ 8"BSP(M) 7mm 25 95 145 10.0

REIN FORCED COMPOSIT EMODELS

7128 165 ¼"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

7129 165 3/ 8"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

7130 165 ½"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

7135 145 ¼"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

7136 145 3/ 8"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

7137 145 ½"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

7138 130 ¼"NPT(M) 1/ 8"NPT(F) 25 95 125 8.6

Thermal Valves
Reduces heat build -up in aclosed -loop bypass system.

ÅLightweight with threeport sizeoptionsfor easy installation.

ÅRecommendedwhen bypassisredirected to pumpinlet.

INLETACCESSORIES

MODELS MATERIAL USEDONPUMP

MODELS

PORT

Garden HoseAssemblies
Used to connect garden hoseto pump inlet port.

ÅConvenient swivel for easy inlet connection.

ÅInlet screen for filtering.

941516 Brass 4DXSeries,4DNXSeries,4SP 3/8"NPT(M)

941517 Brass 4SFSeries,66DXSeries,5CP,5SP ½"NPT(M)

7130

941516

7142

7140

7116
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MODEL MAXIMUM

FLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

OPENING

PRESSURE
PSI BAR

INLET

PORT

BARB

Easy Start Valve
Designed to relieve pump discharge line pressure during system start -up.

ÅUsewith apressure-sensitive regulating unloader (install after unloader).

ÅRequireslessengineor motor start -up power.

3/8"NPT(M) ¼"7126 8.0 30 4050 280 105 7.25

Throttle Control
Reduces engine wear and fuel consumption by lowering rpm 
when pump isin bypass.

ÅCan beused on any sizegasengine.

ÅUsedwith pressure-sensitive regulating unloaders.

SPECIALTYACCESSORIES

7126

MODEL MAXIMUMPRESSURE
PSI BAR

ACTUATIONPRESSURE
PSI BAR

INLET PORT

3/8"NPT(M)8100 4000 275 250 18

Mag-Jet and Pulsator Assemblies
Converts water -pressure pump to awater -jetting pump.

ÅEliminates traditional dry pumping chamber that causesdamageto pump.

ÅEasilymounts in the manifold inlet plug on most CatPumpsmodels.

8100

31804 3CP1110CS, 3CP1120, 3CP1120G, 3CP1130, 3CP1140

31810 56,56G1,56G118,56HS,56HSG1,56HSG11857,60,60G1,60G118

31814 310,340,350,5CP2120W,5CP2140WCS,5CP2150W

34455 2SFXSeriesPumps

76560 1560

35450 66DXSeries

34451 56,56HG1,56G118,56HS,56HSG1,56HSG117,57,60,60G1,60G118

34458
45,5CP3120,5CP3120CSS,5CP3120CSSG1,5CP5120,5CP5120CSS,5CP5140,

5CP5140CSS,5CP5140CSSG1,5CP5140CSSG118

34448 660,1050,7CP6110CS,7CP6110CSG1,7CP6160CS,7CP6160CSG1,7CP6170,7CP6170G1

77071 2510

MODEL USEDONPUMPMODELS

MAG-JETASSEMBLIES

31815
45,45G1,5CP3120,5CP3120CSS,5CP3120CSSG1,5CP5120,5CP5120CSS,5CP5135CSS,

5CP5135CSS,5CP5135CSSG1,5CP5140,5CP5140CSS,5CP5140CSSG1,5CP5140CSSG118

31845
530,550,660,1050,5CP6120,5CP6120CSSG1,7CP6110CS,7CP6110CSG1,

7CP6160CS,7CP6160CSG1,7CP6170,7CP9170G1

PULSATOR ASSEMBLIES
76560

31845
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Auto Shut-Off Assemblies
Used to automatically shut system off when trigger gun is released 
or nozzle is closed.

ÅAssemblyincludesapair of pressureswitches, mechanical relay, electrical box 
andtoggle switch.

ÅHigherhorsepowerunits useamagnetic motor starter andoverload heaters.

MODEL

34870

34871

12VAUTO80

HORSEPOWER/ VOLTAGE PRESSURE MECHANICAL STARTER  
PHASE SWITCHMODELS RELAYMODEL

2/1 115 31615,31625 34542 NA

3/1 220 31615,31625 34543 NA

1/DC 12 31615,31625 76593 NA

LPSMonitors
Designed to sense water leakage past the low -pressure seals.

ÅCanconfigure the monitor to PLCor PCbasedsystems.

ÅLight option to alert maintenance personnelwhen pumpsealreplacement isrequired.

MODEL USEDONPUMPMODELS

PLC/PCINTERFACEFOR15AND18FRAMEPLUNGER PUMPS

30664 Plungerpumps:650thru1810K

INDICATOR LIGHTFOR15 AND18 FRAMEPLUNGER PUMPS

30664.120AC,
30664.240AC

Plungerpumps:650thru1810K

PLC/PC INTERFACEFOR25 FRAMEPISTON, 25, 28, 35 AND 38 FRAMEPLUNGERPUMPS

30290,30292 Pistonpump:2520Plungerpumps:2530thru 2831K,3501thru 3570,3801thru 3841K

INDICATOR LIGHT FOR25 FRAMEPISTON, 25, 28, 35 AND 38 FRAMEPLUNGERPUMPS

30290.120AC Pistonpump:2520Plungerpumps:2530thru 2831K,3501thru 3570,3801thru 3841K

SPECIALTYACCESSORIES

34870

12VAUTO80

AutoShutoff  
Control

30664.120VAC

31013 32010

MODEL MAXIMUMFLOW
GPM LPM

MAXIMUMINLET

PRESSURE
PSI BAR

INLE

T  

POR

T

INTERNA

L  

BODY

31013 7.1 27 145 10 3/ 8"BSP(M) Brass

PRESET

32010 8.0 30 145 10 ¾"BSP(M) Polyethylene

Float Valves
Maintains adequate liquid level in reservoir to provide consistent flow to pump inlet.

ÅAdjustable or preset modelsavailable.

ÅCompact and easy to install.

ADJUSTABLE



35

SPECIALTYACCESSORIES

MODEL MAXIMUMPRESSURE
PSI BAR

SWITCHING

PRESSURE
PSI BAR

VOLTAG
E  
RANGE

MAXIMU
M  
AMP

INLE
T  
POR
T

31615 3650 250 215 15 12ð250 6 ¼"NPT(M)

31625 3650 250 360 25 12ð250 6 ¼"NPT(M)

31640 3650 250 580 40 12ð250 6 ¼"NPT(M)

Pressure Switches
Pressure -activated control device to control on-off operation of low amp 
system components.

ÅNon-adjustable, preset pressuresetting for consistent systemprotection.

Å3-wire construction for either normally openor normally closedoperation.

STAINLESSSTEELïNPTPORTS

31615

MODEL FLOWRANGE
GPM LPM

MAXIMUMPRESSURE
PSI BAR

MAXIMUM
VOLTAGE

PORTS

33786 1.6ð15.9 6ð60 5100 350 230 3/ 8"BSP(F)

33776 0.8ð8 3ð30 3650 250 250 3/ 8"BSP(M)

33778 1.0ð15.9 3.8ð60 5100 350 230 3/ 8"BSP(F)

Flow Switches
Flow control device used to shut down pump when trigger on gun is released.

ÅMountto dischargefitting of unloader to monitor when gunisopenor closed.

ÅUsein conjunction witharelay switch.

BRASSMODELS

33776

MODEL TEMPERATURE

RANGE

MAXIMUMPRESSURE
PSI BAR

VOLTAG
E  
RANGE

MAXIMU
M  
AMPS

PORTS

Thermostat
Device to adjust and maintain temperature of ahigh -pressure water system.

ÅAdjustable to anaccuracyofÑ5ÁF.

ÅUL/CSAapproved.

76239 86Áð302ÁF 4000 276 120ð240 20
½"NPT(M)or
½"BSPP(M)

76239

33786
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MODEL MAXIMUMFLOW
GPM LPM

MAXIMUM

PRESSURE
PSI BAR

PORTS
INLET DISCHARGE

STYLE TRIGGE
R  
SQUEEZ
E

Guns,Gun & Lance Assemblies
Ergonomic construction with smooth trigger action -reducing operator fatigue.

ÅSafety lock to prevent unintentional operation.

ÅStainlesssteel seatandball for thousandsof continuouscycles.

SHUT-OFFGUN,BRASS

(15"Lance)

(39"Lance)

33425 8 30 2900 200 3/ 8"
NPT(F)

¼"NPT(F) Front load Standard

76165 8 30 4000 275 3/ 8"
NPT(F)

¼"NPT(F) BottomLoad Standard

35150 8 30 5000 345 3/ 8"
NPT(F)

¼"NPT(F) BottomLoad Standard

31260 8 30 5100 350 3/ 8"
NPT(F)

¼"NPT(F) BottomLoad Standard

31137 10 38 4500 310 3/ 8"
NPT(F)

¼"NPT(F) Horizontal Standard

36140 10.5 40 5000 345 3/ 8"
NPT(F)

¼"NPT(F) BottomLoad Standard

31265 13 49 3650 252 3/ 8"
NPT(F)

¼"NPT(F) BottomLoad Standard

39410 21 80 7250 500 ½"BSP(F) ½"BSP(F) BottomLoad Pressure
Compensated

39415 32 121 1750 120 ½"BSP(F) ½"BSP(F) BottomLoad Standard

39420 53 200 2900 200 ¾"BSP(F) ½"BSP(F) BottomLoad Pressure
Compensated

SHUT-OFFGUN, STAIN LESS

36126 10 38 4000 275 3/ 8"
NPT(F)

¼"NPT(F) BottomLoad Standard

33600 10.5 40 5800 400 3/ 8"
NPT(F)

¼"NPT(F) BottomLoad Standard

992641 10.5 40 14500 999 3/ 8"
BSP(F)

3/ 8"
BSP(F)

BottomLoad Pressure
Compensated

WEEPGUN, BRASS

76168 8 30 4000 275 3/ 8"
NPT(F)

¼"NPT(F) BottomLoad Standard

35151 8 30 5000 345 3/ 8"
NPT(F)

¼"NPT(F) BottomLoad Standard

36141 10.5 40 5000 345 3/ 8"
NPT(F)

¼"NPT(F) BottomLoad Standard

DUMPGUN, BRASS

32300 10 38 3000 207 3/ 8"

NPT(F)

1/ 8"

NPT(F)

BottomLoad Standard

32301 10 38 3000 207 3/ 8"

NPT(F)

1/ 8"

NPT(F)

BottomLoad Standard

MODEL MAXIMUMFLOW
GPM LPM

MAXIMUM

PRESSURE
PSI BAR

PORTS
INLET DISCHARGE

LANCE 
LENGT
H

TRIGGE
R  
SQUEEZ
E

39411 21 80 7250 500 ½"BSP(F) ¼"NPT(F) 16" Pressure
Compensated

39412 21 80 7250 500 ½"BSP(F) ¼"NPT(F) 32" Pressure
Compensated

39422 21 80 7250 500 ½"BSP(F) ¼"NPT(F) 50" Pressure
Compensated

39440 32 121 1750 120 ½"BSP(F) ¼"NPT(F) 32" Standard

SHUT-OFFGUN,BRASS,BOTTOM LOAD,WITHLANCE

OPERATORCONTROLS

39411

32300

31137

33425

76165
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OPERATORCONTROLS

MODEL MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

LENGTH
INCHES MM

PORTS
INLET DISCHARGE

ZIN CPLATED STRAI GHT TUBEWIT H HAND GRI P

32264 10.5 40 3650 252 24 600 ¼"BSP(M) ¼"BSP(M)

36267 10.5 40 3650 252 36 900 ¼"BSP(M) ¼"BSP(M)

32268 10.5 40 3650 252 48 1200 ¼"BSP(M) ¼"BSP(M)

ZINC PLATEDTUBEWITH VENTEDGRIP AND NOZZLEPROTECTOR

31017 10.5 40 3650 252 27 685 ¼"BSP(M) ¼"NPT(F)

33201* 10.5 40 3650 252 35 890 ¼"BSP(M) ¼"BSP(F)

32036 10.5 40 3650 252 36 900 ¼"NPT(M) ¼"NPT(F)

32031 10.5 40 3650 252 36 900 ¼"BSP(M) ¼"NPT(F)

32032 10.5 40 3650 252 48 1200 ¼"BSP(M) ¼"NPT(F)

STAINLESS STEELTUBEWITH VENTEDGRIP AND NOZZLEPROTECTOR

31219 8 30 5100 350 32 812 ¼"NPT(M) ¼"NPT(F)

31220 8 30 5100 350 42 1065 ¼"NPT(M) ¼"NPT(F)

32042 10.5 40 3650 252 36 900 ¼"NPT(M) ¼"NPT(F)

33200* 10.5 40 3650 252 43 1090 ¼"BSP(M) ¼"BSP(F)

STAIN LESSSTEEL LANCEASSEMBLY

32437 21 80 7250 500 16 406 ½"BSP(M) ¼"NPT(F)

32438 21 80 7250 500 32 812 ½"BSP(M) ¼"NPT(F)

39194 21 80 7250 500 50 1270 ½"BSP(M) ¼"NPT(F)

32440** 32 121 1750 120 32 812 ½"BSP(M) ¼"NPT(F)
* Dual Lance
**Steel Zinc
Plated

Lances
A variety of lance types, lengths and materials ready to install to any 1/4" gun.

ÅVentilated insulator for operator comfort and safety.

ÅDurablenozzleprotector reducing nozzleand property damage.

3203632264
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MODELS MAXIMUMFLOW
GPM LPM

MAXIMUMPRESSURE
PSI BAR

PORT

Nozzles
Applicator/orifice definesrate and pattern of fluid.

ÅEasily mountsto a1/4ólance.

ÅNozzletypesavailable: changeover, rotating andturbo.

ÅDurableceramic nozzle/insert for greater resistance to wear.

CHANGEOVERNOZZLEWITH TWO1/4" NPT(F) NOZZLEHOLDERS

32149 7 26 2900 200 ¼"BSP(F)

MODELS NOZZL
E  
SIZE

FLOWRANGE
GPM LPM

PRESSURERANGE
PSI BAR

PORT

7265.20 2.0 1.1ð1.7 4.1ð6.4 1200ð3000 83ð207 ¼"BSP(F)

7265.30 3.0 1.6ð2.6 6.0ð9.8 1200ð3000 83ð207 ¼"BSP(F)

7265.35 3.5 1.9ð3.0 7ð11.4 1200ð3000 83ð207 ¼"BSP(F)

7265.40 4.0 2.2ð3.5 8.3ð13 1200ð3000 83ð207 ¼"BSP(F)

7265.45 4.5 2.4ð3.9 9.1ð14.8 1200ð3000 83ð207 ¼"BSP(F)

7265.50 5.0 2.8ð4.4 10.6ð16.7 1200ð3000 83ð207 ¼"BSP(F)

7265.55 5.5 3.0ð4.8 11.1ð18.2 1200ð3000 83ð207 ¼"BSP(F)

7265.60 6.0 3.2ð5.2 12.1ð19.7 1200ð3000 83ð207 ¼"BSP(F)

7265.65 6.5 3.6ð5.7 13.6ð21.6 1200ð3000 83ð207 ¼"BSP(F)

7625.30 3.0 1.6ð2.9 6.1ð11 1200ð3650 83ð252 ¼"BSP(F)

7625.35 3.5 1.9ð3.3 7.2ð12.5 1200ð3650 83ð252 ¼"BSP(F)

7625.40 4.0 2.2ð3.8 8.3ð14.4 1200ð3650 83ð252 ¼"BSP(F)

7625.45 4.5 2.4ð4.3 9.1ð16.3 1200ð3650 83ð252 ¼"BSP(F)

7625.50 5.0 2.8ð4.8 10.6ð18.2 1200ð3650 83ð252 ¼"BSP(F)

7625.55 5.5 3.0ð5.2 11.4ð19.7 1200ð3650 83ð252 ¼"BSP(F)

7625.60 6.0 3.2ð5.7 12.1ð21.6 1200ð3650 83ð252 ¼"BSP(F)

7625.65 6.5 3.6ð6.2 13.6ð23.5 1200ð3650 83ð252 ¼"BSP(F)

7625.70 7.0 3.8ð6.7 14.4ð25.4 1200ð3650 83ð252 ¼"BSP(F)

7625.80 8.0 4.4ð7.7 16.7ð29.1 1200ð3650 83ð252 ¼"BSP(F)

ROTATI NG NOZZLES 5100 PSIMAX

7632.30 3.0 2.4ð3.4 9.1ð12.9 2600ð5100 180ð350 ¼"BSP(F)

7632.35 3.5 2.8ð3.9 10.6ð14.8 2600ð5100 180ð350 ¼"BSP(F)

7632.40 4.0 3.2ð4.5 12.1ð17 2600ð5100 180ð350 ¼"BSP(F)

7632.45 4.5 3.6ð5.1 13.6ð19.3 2600ð5100 180ð350 ¼"BSP(F)

7632.50 5.0 4.0ð5.6 15.1ð21.2 2600ð5100 180ð350 ¼"BSP(F)

7632.55 5.5 4.4ð6.2 16.7ð23.5 2600ð5100 180ð350 ¼"BSP(F)

7632.60 6.0 4.8ð6.7 18.2ð25.4 2600ð5100 180ð350 ¼"BSP(F)

7632.65 6.5 5.2ð7.3 19.7ð27.6 2600ð5100 180ð350 ¼"BSP(F)

7632.70 7.0 5.6ð7.9 21.2ð29.9 2600ð5100 180ð350 ¼"BSP(F)

7632.80 8.0 6.4ð9.1 24.3ð34.2 2600ð5100 180ð350 ¼"BSP(F)

TURBO-NOZZLES 3000PSIMAX

TURBO-NOZZLES 5000PSIMAX

OPERATORCONTROLS

If psi and nozzlenumber isknown,  
then gpm can becalculated
asfollows:

gpm = nozzlenumberxã

Need 
selection  
help?

Anozzleselection chart can also be  

found onlineat catpumps.com in the  

Literaturesection under Reference  

Documents.

7270.45 4.5 3.0ð5.0 11.4ð18.9 2000ð5000 138ð345 ¼"BSP(F)

7270.55 5.5 3.8ð6.2 14.4ð23.5 2000ð5000 138ð345 ¼"BSP(F)

7270.65 6.5 4.6ð7.3 17.4ð27.6 2000ð5000 138ð345 ¼"BSP(F)

7270.80 8.0 5.6ð8.9 21.2ð33.7 2000ð5000 138ð345 ¼"BSP(F)

If psi and nozzlegpm isknown, 7270.90 9.0 6.4ð10 24.2ð37.9 2000ð5000 138ð345 ¼"BSP(F)
thennozzlenumber can becalculated

ROTATIN GNOZZLES 3650PSI MAXasfollows:

Nozzlenumber= gpm xã4000

psi

psi 

4000

If gpm and nozzlenumber isknown,  
then psi can becalculated asfollows:

psi = ( gpm )2 x 4000
nozzlenumber

7625.55

32149

7265.50
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OPERATORCONTROLS

MODELS NOZZL
E  
SIZE

FLOW RANGE
GPM LPM

PRESSURERANGE
PSI BAR

PORT

7920 2.0 1.0ð1.9 3.8ð7.2 100ð3650 6.9ð252 ¼"BSP(F)

7930 3.0 1.5ð2.9 5.7ð10.8 100ð3650 6.9ð252 ¼"BSP(F)

7935 3.5 1.8ð3.3 6.6ð12.6 100ð3650 6.9ð252 ¼"BSP(F)

7940 4.0 2.0ð3.8 7.8ð14.4 100ð3650 6.9ð252 ¼"BSP(F)

7945 4.5 2.2ð4.3 8.3ð16.3 100ð3650 6.9ð252 ¼"BSP(F)

7950 5.0 2.5ð4.7 9.5ð17.8 100ð3650 6.9ð252 ¼"BSP(F)

7955 5.5 2.8ð5.2 10.6ð19.7 100ð3650 6.9ð252 ¼"BSP(F)

7960 6.0 3.0ð5.6 11.4ð21.2 100ð3650 6.9ð252 ¼"BSP(F)

7970 7.0 3.5ð6.6 13.2ð25.0 100ð3650 6.9ð252 ¼"BSP(F)

Vari -Nozzles
Used with downstream chemical injector to apply chemical at low pressure.

ÅAdjustssprayanglefrom 0Áto 60Áfor cleaning flexibility.

VARI-NOZZLES

7920

MODELS FLOWRANGE
GPM LPM

PRESSURERANGE
PSI BAR

TYPE PORT

32017 2ð4 7.6ð15.2 750ð2900 52ð200 w/ oBottle ¼"BSP(F)

39234 2ð4 7.6ð15.2 750ð2900 52ð200 w/ 1-Liter Bottle ¼"BSP(F)

39196 2ð4 7.6ð15.2 750ð2900 52ð200 w/ 2-Liter Bottle ¼"BSP(F)

Foamers
Drawschemical and air to create thick foam.

ÅLanceand chemical bottlecan befitted to astandard 1/4ógun.

ÅConvenientchemical injector adjustment knobor handle for adjusting chemical draw.

ÅStainlessSteelorifice andFPMO-ringsfor chemical compatibility.

FOAMER,WITHANDWITHOUTBOTTLE

39234

MODEL ORIFICE
SIZE(MM)

FLOWRANGE
GPM LPM

MAXIMUMPRESSURE
PSI BAR

PORTS
INLET DISCHARGE

7182 1.8mm 2ð4 7.6ð15 3500 241 3/ 8"NPT(M) 3/ 8"NPT(M)

7192 1.8mm 2ð4 7.6ð15 3500 241 M18x1.0 3/ 8"NPT(M)

7183 2.1mm 3ð5 11.4ð19 3500 241 3/ 8"NPT(M) 3/ 8"NPT(M)

7193 2.1mm 3ð5 11.4ð19 3500 241 M18x1.0 3/ 8"NPT(M)

7184 2.3mm 3ð6 11.4ð23 3500 241 3/ 8"NPT(M) 3/ 8"NPT(M)

7194 2.3mm 3ð6 11.4ð23 3500 241 M18x1.0 3/ 8"NPT(M)

7224 2.3mm 3ð6 11.4ð23 3500 241 M22x1.5 3/ 8"NPT(M)

BRASSïFIX ED

7231 1.8mm 2.0 7.6 3145 217 M18x1.0 3/ 8"NPT(M)

7242 2.0mm 2.9 12.9 2600 179 M18x1.0 3/ 8"NPT(M)

7232 2.1mm 3.0 11.4 3145 217 M18x1.0 3/ 8"NPT(M)

7332 2.1mm 3ð4 11.4ð15 3000 207 M18x1.0 3/ 8"NPT(M)

7243 2.1mm 3ð5 11.4ð19 4000 275 M22x1.5 3/ 8"NPT(M)

7367 2.1mm 3ð5 11.4ð19 4000 275 M20x1.0 3/ 8"NPT(M)

STAIN LESSSTEELïADJUSTABLE

7722 1.8mm 2ð4 7.6ð15 3500 241 3/ 8"NPT(M) 3/ 8"NPT(M)

7723 2.1mm 3ð5 11.4ð19 3500 241 3/ 8"NPT(M) 3/ 8"NPT(M)

7724 2.3mm 3ð6 11.4ð23 3500 241 3/ 8"NPT(M) 3/ 8"NPT(M)

Chemical Injectors
Providesand regulateschemicals into pump stream.

ÅMount directly to unloader or in-lineon dischargeplumbing.

ÅMustbeusedwith low-pressurenozzleto activate chemical draw.

BRASSïADJUSTABLE

7192
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6340

OPERATORCONTROLS

MODEL FLOWRANGE
GPH LPH

PRESSURERANGE
PSI BAR

PORTS
INLET DISCHARGE

6340, 6341 1.0ð10.5 3.8ð40.0 100ð2000 6.9ð138 1/ 8"NPT(F) 1/ 8"NPT(F)

6350, 6351 1.0ð12.0 3.8ð45.4 500ð3000 35ð207 ¼"HoseBarb 1/ 8"NPT(F)

Note:ContactCatPumpsfor selection of Adapter Assemblyto fit your pumpmodel.
6350

PULSEPUMPSFOR PLUNGER ANDPISTONPUMPS

High -pressure injection downstream from the system pump.

ÅEliminatesharsh chemicalspassing through pump.

ÅSimple field retrofit of existing pumps.

Pulse Pump s
Harshchemicalscandamagethe inner componentsof ahigh-pressurepump if run through the main pumpingchamber. Pulsepumps 

from CatPumpsare acost-effective solution to bypassthe primary pump, injecting these solutions down-stream and preventing 

premature wear on parts. Thisallows usersto run standard high-pressurepumpsinstead of special, more costly stainlesssteel pumps 

with chemical-resistant seals.

Thesameproven quality andattention to detail that customershavecometo expect from CatPumpsisbuilt into everypulsepump 

chemical injector. With pressuresup to 207bar (3,000psi)and injection ratesup to 12gph, thesepulsepumpscanbe usedonawide 

variety of new or existing systems.Theinstallation processissosimple that pumpscanberetrofitted quickly in the field.

Features

ÅLong lasting and simple to service

ÅCan beused with awide rangeof  

high-pressurepumps, from small  

direct -drive to largebelt -driven pumps

ÅEasy to retrofit in the field

ÅAccurate and easy-to-control  

injection rates

Typical Applications

ÅSanitizing / Disinfecting

ÅPressureWash

ÅTruck Mount

ÅVehicle and Equipment Wash

ÅSurfaceCleaning

ÅTwo pulse pumpscan beused on one  

high-pressure pump to double chemical  

injection rate or use two separate 

chemicals

ÅChemical pump can be turned on and  

off independently from main system

PUMPRPM INJECTION

RATE

PUMPRPM INJECTION

RATE
1000 5.5gph 1500 10.0gph

1100 7.0gph 1600 10.5gph

1200 8.0gph 1700 10.5gph

1300 9.0gph 1800 10.5gph

1400 9.5gph

6340/6341 MAXIMUM INJECTIONRATE

INTERNAL DIAPHRAGMMATERIAL

6340 6341

EPDM FPM

INTERNAL O-RING& VALVEMATERIAL

6350 6351

FPMO-Ring FPMO-Ring

Acetal Inlet Valve StainlessSteel Inlet Valve

PUMPRPM INJECTION

RATE

PUMPRPM INJECTION

RATE
500 5.0gph 1000 10.0gph

600 6.0gph 1100 11.0gph

700 7.0gph 1200 12.0gph

800 8.0gph 1800 12.0gph

900 9.0gph

6350/6351MAXIMUM INJECTIONRATE
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LUBRICATIONACCESSORIES

PART 
NUMBE
R

CAPACITY PUMPMODELS

ISO68
Change after f irst 50hours, then every 500hours

6107 Bottleð21ounces

6100 Caseð(12) 21ouncebottles

6102 Jugð2.5gallons All pistonandplunger pumps

6105 Twinpackð(2) 2.5gallons

6109 Drumð30gallons

997657 Jugð1gallon

997638 Caseð(4) 1gallons
All pistonandplunger pumpsðFoodGrade

ISO100
Change after f irst 20hours, then every 3000hours

6115 Pailð5gallons

6116 Drumð16gallons
152R060/ C, 152R080/ C, 152R100/ C,

157R060/ 080, SpecialtyPumps

6121 Caseð(4) 4liters

Crankcase Oil
Genuine Cat Pumps crankcase oil provides maximum life and performance.

ÅCustomblend, premium grade, petroleum-basedhydraulic oil for all CatPumps.

ÅAnti-wear additives protects metal-to-metal drive surfaces,extending drive life.

ÅHighoxidative andchemical stability resistsdeposit formations andprovidesconsistent 
fluid performance.

ÅPremiumanti-corrosion additives offer protection in the most demandingoperating 
environments.

OIL

OILERSïGRAVITYFEED WITH1/4" NPT(M)THREADS

30278 1ounce

30429 10ounces

2520/C,2510/11,2530ð2537,Except 2831/K,
35/38 Series,Except 3541/C,3545,3841/K

6020,6040,6760ð6777,Except 6747
6861/K, Except 6801/Kð6841/K

6107

PART 
NUMBE
R

CAPACITY PUMPMODELS

Gear Lube
Maximize life with genuine Cat PumpsGear Lube.

ÅLowfriction andoperating temperature for low wear, extending gearbox life.

ÅAnti-wear, anti-rust, anti-corrosion formulation to extend gearboxlife.

ÅExcellent oxidation andthermal stability extends fluid life.

ÅUsedon all CatPumpsgearboxpumpsexcept 3CP1120G,3CP1211Gand3CP1221G. 
(crankcaseoil isusedinstead of GearLube).

GEARLUBE

6110 Bottleð16ounces 45G1, 56G1, 56HSG1, 60G1, 700G1, 740G1, 760G1, 781G1,
5CP3105CSSG1,5CP3120CSSG1,5CP3160CSSG1,5CP5135CSSG1,

5CP5140CSSG1,5CP5140CSSG118,5CP6120CSSG1,5CP6180CSSG1,
5CP6190G1,5CPQ6221G1,5CPQ6241CSG1,5CPQ6251G1,

7CP6170G1,7CP6110CSG1,7CP6111CSG1,5CP6190G1
6111

Case,(12)
16ouncebottles

6110
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NEWPRODUCTSAND

UPDATES

SPECIFICATIONS TYPICAL APPLICATIONS

1730

MaxFlow: 15.8gpm/ 60lpm

MaxPressure: 1500psi / 103bar ÅCar Wash

MaxRPM: 1750 ÅTankCleaning

Inlet Ports(2): 1"NPT(F) ÅEquipment Washdown

DischargePorts(2): ¾"NPT(F)

2560
MaxFlow: 16gpm/ 60.8 lpm

MaxPressure: 3000psi / 207bar ÅHydroExcavating
MaxRPM: 1510 ÅWater Jet ti ng

Inlet Ports(2): 1¼"NPT(F) ÅEquipment Washdown

DischargePorts(2): ¾"NPT(F)

2565
MaxFlow: 20gpm/ 76lpm

MaxPressure: 2500psi / 172bar ÅHydroExcavating
MaxRPM: 1450 ÅWater Jet ti ng

Inlet Ports(2): 1¼"NPT(F) ÅCentral CleaningSystem

DischargePorts(2): ¾"NPT(F)

66DX50G1I
MaxFlow: 5.0gpm/ 18.9 lpm

New Pump s
CatPumpscontinues to build on its market leading position with the introduction of new products. Everynew product isbuilt with 

the samewinning businessphilosophy: manufacture the longest-lasting mostdependable products andback them with availability 

from stock. Contact usto learn why customersworldwide trust CatPumpsto keep their equipment running.

ÅHigh-PressureWash
ÅSurfaceCleaner
ÅWaterJetting

MaxPressure: 3500psi / 241bar

MaxRPM: 3250

InletPorts(2): ½"NPT(F)

DischargePorts(2): 3/8"NPT(F),3/8"NPT(M)

Shaft: 1"Hollow

56HS

MaxFlow: 8.0gpm/ 30.2lpm

ÅHydroExcavating
ÅHigh-PressureWash
ÅWaterJetting

MaxPressure: 3000psi / 207bar

MaxRPM: 1760

InletPorts(2): ½"NPT(F)

DischargePorts(2): 3/8"NPT(F)
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NEWPRODUCTSANDUPDATES

25FR PUMPSïMODELS2510, 2530, 2560, 2565

Asimple upgradeto the crankcaseallows25FRPumpsto bedirect bell house-driven bySAEòCó 
2or 4-bolt hydraulic motors. Bellhousingsandflex couplersarestock items.

PART NUMBER

BellHousingAssembly 76SAEC.25FR

FlexCouplerAssembly 994303

25FRPUMPSðBELLHOUSINGSFORHYDRAULICMOTOR(SAE)
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